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METALSTAMPI IS A COMPANY SPECIALISED IN THE 
DESIGN, PRODUCTION AND SALE OF SYSTEMS / 
COMPONENTS FOR PLASTERBOARD STRUCTURES.
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THANKS TO AN EXPERIENCE OF FORTY YEARS 
IN THE CONSTRUCTION OF LIGHTWEIGHT 
STEEL DRYWALLS, THE WHOLE PRODUCTION
IS BASED ON THE USAGE OF MODERN
TECHNOLOGIES, FROM MASS PRODUCTION 
MOULDING, TO LASER CUTTING, AND COLD 
FOLDING OF STEEL.
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MANUFACTURING PROCESSES ARE ENTIRELY 
RUN IN ITALY AT THE COMPANY'S PRODUCTION 
SITES. THE OVERALL GOAL IS TO PROVIDE OUR 
CUSTOMERS WITH HIGH–QUALITY PRODUCTS THAT 
MEET THEIR NEEDS, BASICALLY FOCUSING ON THE
INSPECTION OF RAW MATERIALS AND THE 
ONGOING MONITORING OF THE MOULDING,
CUTTING, PROFILING OPERATIONS, MECHANICAL 
ASSEMBLY, AND, EVENTUALLY, PACKAGING AND 
SHIPPING.

4 



THE CONSTRUCTION OF 
FASTENING SYSTEMS
FOR SUSPENDED 
CEILINGS, INCLUDING
THE MANDATORY CE 
MARKING AND TEST 
REPORTS CARRIED OUT BY 
LEADING LABORATORIES, 
ARE FOCUSED ON THE
MECHANICAL STRENGTH 
RESISTANCE TEST OF 
CARRIER FRAMES. THIS 
ENABLES THE COMPANY, 
WITH ITS UNI EN ISO 9001
CERTIFIED QUALITY 
SYSTEM, TO PROVIDE A
PRODUCT ESPECIALLY 
DESIGNED FOR LAYING
DRYWALL CONSTRUCTION 
SYSTEMS.
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FASTENING SYSTEMS 
CONNECT STEEL

2

1
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STRENGTHS

1— Compliance to mandatory CE marking and EU standard EN 
13964 (“Suspended ceilings - Requirement and test methods”) 
carried out by using accessory kits and profiles produced by 
Metalstampi.

2— Optimised product dimensions: less space taken up in the 
cavity.

3— New adjustment spring configuration: quick adjustments.

4— New structural ribs: smaller deformations of the product.

5— Energy saving: reduction of the use of steel in manufacturing.

4

3

4
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Pos. Description Item

1 C-STUD C/27/48/27/3000/0.6 BA PC50273000BA

2 CLICK-ON ORTHOGONAL CONNECTOR 113/P100 BA

3 U-TRACK U/30/28/30/3000/0.6 PU2830

4 SPRING CONNECTOR EVOLUTION C/15/48/15 - C/27/48/27 BA 600/P100 BA

5 90° BENT HANGER Ø3.9 L= 250 mm 129/P100

6 PLASTERBOARD COVERING

7 WALLS

8 SLAB

CONNECT STEEL 9



STRAIGHT CONNECTOR
C/15/48/15 BA-BS - C/27/48/27 BA-BS

BASE 48 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

001/P100 (BA)

089/P100 (BS)

straight connector
with through-hole
Ø 5

s 1 2.90 suspended ceiling 100 total pieces
1 package

C/15/48/15 
C/27/48/27

axonometric view scale 1:2 axonometric view scale 1:2 side view scale 1:2

12

1

front view 1:2

70

60

5.2

46

SPRING CONNECTOR EVOLUTION
C/15/48/15 BA-BS - C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

600/P100 (BA)

601/P100 (BS)

spring connector EVOLUTION spring  s 0.7
connector  s 0.8

2.45 suspended ceiling 100 total pieces
1 package

C/15/48/15
C/27/48/27

72

46

12

11

0.8

0.7

axonometric view scale 1:2 axonometric view scale 1:2 side view scale 1:2front view scale 1:2

10 CONNECT STEEL



ORTHOGONAL CONNECTOR
C/15/48/15 BA-BS - C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

006/P100 (BA)

067/P100 (BS)

orthogonal connector d 15
s 0.8

1.40 suspended ceiling 100 total pieces
1 package

C/15/48/15

axonometric view scale 1:2

BA

axonometric view scale 1:2

BS

front view scale 1:2

46

15

side view scale 1:2

10.6

0.8

15

007/P100 (BA)

057/P100 (BS)

orthogonal connector d 27
s 0.7

1.50 suspended ceiling 100 total pieces
1 package

C/27/48/27

axonometric view scale 1:2 axonometric view scale 1:2

BA BS

front view scale 1:2

46

27

side view scale 1:2

10.6

0.7

27

CLICK-ON ORTHOGONAL CONNECTOR
C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

113/P100 (BA)

114/P100 (BS)

click-on orthogonal
connector

d 27
s 0.8

4.8 suspended ceiling 100 total pieces
1 package

C/27/48/27

axonometric view scale 1:2

BA BS

axonometric view scale 1:2 front view scale 1:2

46

27

side view scale 1:2

0.8

Ø7

50

CONNECT STEEL 11



LONGITUDINAL JOINT
C/15/48/15 BA-BS - C/27/48/27 BA-BS
Item Description Dimension and thickness Weight per package Application Sales unit

008/P100 longitudinal joint d 15
s 0.6

3.20 suspended ceiling
double wall

100 total pieces
1 package

C/15/48/15 BA-BS

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

47

12 0.6

105

009/P100 longitudinal joint d 27
s 0.6

4.70 suspended ceiling
double wall

100 total pieces
1 package

C/27/48/27 BA-BS

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

9847

0.6

25

12 CONNECT STEEL



SPACER CONNECTOR
C/15/48/15 BA-BS - C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

035/P100 (BA)

056/P100 (BS)

spacer connector with
M6 threaded hole

d 5
s 1

3.10 suspended ceiling
double wall

100 total pieces
1 package

C/15/48/15

C/27/48/27

axonometric view scale 1:2

BA BS

axonometric view scale 1:2

45

5

front view scale 1:2 side view scale 1:2

M6

1

091/P100 (BA)

092/P100 (BS)

spacer connector
with through-hole  Ø 7

d 5
s 1

3.10 suspended ceiling
double wall

100 total pieces
1 package

C/15/48/15

C/27/48/27

axonometric view scale 1:2

BA BS

axonometric view scale 1:2

45

5

front view scale 1:2 side view scale 1:2

Ø7

1

CONNECT STEEL 13



SPACER CONNECTOR
C/15/48/15 BA-BS - C/27/48/27 BA-BS
Item Description Dimension and thickness Weight per package Application Sales unit

101/P100 (BA) spacer connector
with through-hole
Ø 6.5 - d 20

d 20
s 1

3.90 suspended ceiling
double wall

100 total pieces
1 package

102/P100 (BA) spacer connector
with through-hole
Ø 6.5 - d 25

d 25
s 1

4.20

103/P100 (BA) spacer connector
with through-hole
Ø 6.5 - d 30

d 30
s 1

4.60

104/P100 (BA) spacer connector
with through-hole
Ø 6.5 - d 35

d 35
s 1

5.00

C/15/48/15 BA
C/27/48/27 BA

axonometric view scale 1:2

27

48

front view scale 1:2 side view scale 1:2

44

 
20

-2
5-

30
-3

5

411

Ø6,5

105/P100 (BS) spacer connector d 20 d 20
s 1

3.90 suspended ceiling
double wall

100 total pieces
1 package

106/P100 (BS) spacer connector d 25 d 25
s 1

4.20

107/P100 (BS) spacer connector d 30 d 30
s 1

4.60

108/P100 (BS) spacer connector d 35 d 35
s 1

5.00

C/15/48/15 BS
C/27/48/27 BS

axonometric view scale 1:2

48

27

44

 
20

-2
5-

30
-3

5

front view scale 1:2 side view scale 1:2

411

Ø6,5

14 CONNECT STEEL



SCREW, NUT, PLUG
Item Description Dimension and thickness Weight per package Application Sales unit

059/P100 screw connectors 6x70 d 70 1.20 double wall 100 total pieces
1 package

013/P100 screw connectors 6x90 d 90 1.51

014/P100 screw connectors 6x110 d 110 1.84

axonometric view scale 1:2 side view scale 1:2

70 / 90 / 110

30 / 500 / 70 40
M

6

088/P100 galvanized nut Ø M6 d Ø6 0.30 double wall 100 total pieces
1 package

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

M
6

016/P100 universal plug Ø 8x50 d 8x50 0.20 double wall 100 total pieces
1 package

axonometric view scale 1:2 side view scale 1:2

50

13 8

MULTIFIX FASTENING CONNECTOR
C/27/48/27 BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

127/P100 (BA) multifix fastening connector s 1.8 5.80 suspended ceiling
double wall

100 total pieces
1 package

C/27/48/27 BA

axonometric view scale 1:2

35

M6

1,8

35

front view scale 1:2 side view scale 1:2

M
AX 15

3
27

48

CONNECT STEEL 15



ANCHORING CLIP FOR BEAMS
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

121/P100 anchoring clip for beams 
thickness 2-3

s 1.2 0.74 suspended ceiling 100 total pieces
1 package

122/P100 anchoring clip for beams 
thickness 3-7

1.37

123/P100 anchoring clip for beams 
thickness 8-13

1.58

124/P100 anchoring clip for beams 
thickness 14-20

1.77

axonometric view scale 1:2 front view scale 1:2

40

7

10

side view scale 1:2

12

10
15

2-
20

ADJUSTABLE UNIVERSAL BRACKET FROM 50
C/27/48/27 BA-BS
Item Description Dimension and thickness Weight per package Application Sales unit

037/P100 universal bracket 50x35 s 0.9
d 50x35

4.20 double wall 100 total pieces
1 package

038/P100 universal bracket 50x65 s 0.9
d 50x65

5.50

068/P100 universal bracket 50x95 s 0.9
d 50x95

6.50

C/27/48/27 BA-BS

axonometric view scale 1:2

50

0.9

35
-6

5-
95

Ø0.9

front view scale 1:2

33

3

side view scale 1:2

16 CONNECT STEEL



ADJUSTABLE BRACKET 50X120
C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

126/P100 adjustable bracket 50x120 d 50x120
s 1

5.80 suspended ceiling
double wall

100 total pieces
1 package

C/27/48/27 BA-BS

axonometric view scale 1:2

30

4.
5

Ø6

1

50

Ø6

12
0

front view scale 1:2 side view scale 1:2

ADJUSTABLE BRACKET 50X120 EVOLUTION
C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

603/P100 adjustable bracket 50x120 
EVOLUTION

d 50x120
s 0.9

5.10 suspended ceiling
double wall

100 total pieces
1 package

C/27/48/27 BA-BS

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

0.9

50

12
0

Ø4
.5

30

Ø6 Ø6

CONNECT STEEL 17



ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
C/27/48/27 BA-BS
48X50-100-150-200-250-300-350-400-450-500

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
C/27/48/27 BA-BS

suspended ceiling
double wall

260/P050 48x50 d 50
s 1

2.62 50 total pieces
1 package

261/P050 48x100 d 100
s 1

4.17 50 total pieces
1 package

262/P020 48x150 d 150
s 1

2.55 20 total pieces
1 package

263/P020 48x200 d 200
s 1

3.31 20 total pieces
1 package

264/P020 48x250 d 250
s 1

3.90 20 total pieces
1 package

265/P020 48x300 d 300
s 1

4.52 20 total pieces
1 package

266/P020 48x350 d 350
s 1

6.30 20 total pieces
1 package

267/P020 48x400 d 400
s 1

7.15 20 total pieces
1 package

268/P020 48x450 d 450
s 1

8.00 20 total pieces
1 package

269/P020 48x500 d 500
s 1

8.90 20 total pieces
1 package

Ø7

48

1

qu
ot

a 
“d

”
50

-1
00

-1
50

-2
00

-2
50

-3
00

-3
50

-4
00

-4
50

-5
00

40

Ø4
.5

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

18 CONNECT STEEL



CLICK-ON BRACKET WITH Ø 7 THROUGH-HOLE
C/27/48/27 BA
40x50-100-150-200-250-300

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

click-on bracket with Ø 7
through-hole rounded edge
C/27/48/27 BA

suspended ceiling
double wall

310/P050 (BA) 40x50 d 50
s 1

2.62 50 total pieces
1 package

311/P050 (BA) 40x100 d 100
s 1

4.17 50 total pieces
1 package

312/P020 (BA) 40x150 d 150
s 1

2.55 20 total pieces
1 package

313/P020 (BA) 40x200 d 200
s 1

3.31 20 total pieces
1 package

314/P020 (BA) 40x250 d 250
s 1

3.90 20 total pieces
1 package

315/P020 (BA) 40x300 d 300
s 1

4.52 20 total pieces
1 package

27
"d

" -
 2

7m
m

45

40

48

QU
OT

A 
"d

"
50

-1
00

-1
50

-2
00

-2
50

-3
00

Ø7

1

48

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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CLICK-ON BRACKET WITH Ø 7 THROUGH-HOLE
FLATTENED EDGE
C/27/48/27 BS
40x50-100-150-200-250-300

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

click-on bracket with Ø 7
through-hole flattened edge
C/27/48/27 BS

suspended ceiling
double wall

320/P050 (BS) 40x50 d 50
s 1

2.62 50 total pieces
1 package

321/P050 (BS) 40x100 d 100
s 1

4.17 50 total pieces
1 package

322/P020 (BS) 40x150 d 150
s 1

3.31 20 total pieces
1 package

323/P020 (BS) 40x200 d 200
s 1

2.55 20 total pieces
1 package

324/P020 (BS) 40x250 d 250
s 1

3.90 20 total pieces
1 package

325/P020 (BS) 40x300 d 300
s 1

4.52 20 total pieces
1 package

Ø7

1

48

27
"d

" -
 2

7m
m

45

40

48

QU
OT

A 
"d

"
50

-1
00

-1
50

-2
00

-2
50

-3
00

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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ADJUSTABLE MULTIBRACKET
C/27/48/27 BA-BS
45x290-320-350-380-410

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable multibracket
C/27/48/27 BA-BS

suspended ceiling
double wall

330/P050 45x290 d 290
s 1

5.51 50 total pieces
1 package

331/P050 45x320 d 320
s 1

6.04 50 total pieces
1 package

332/P020 45x350 d 350
s 1

2.81 20 total pieces
1 package

333/P020 45x380 d 380
s 1

3.02 20 total pieces
1 package

334/P020 45x410 d 410
s 1

3.23 20 total pieces
1 package

48

85
30

48

85
30

axonometric view scale 1:2 front view scale 1:2
special assembly with C/27/48/27 BA

side view scale 1:2
special assembly with C/27/48/27 BS

QUOTA “d”
290-320-350-380-410

30

15 15 15 15 15 15

4.5

TO BE ASSEMBLY
ON PROFILES
WITH FLATTENED EDGE

TO BE ASSEMBLY
ON PROFILES

WITH FLATTENED EDGE

45

7

30 30

plan view scale 1:2
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L-BRACKET
Item Description Dimension and thickness Weight per package Application Sales unit

010/P100 L-bracket 60x35 d 60x35
s 0.7

2.70 double wall 100 total pieces
1 package

50

Ø8

Ø4

60

0.8

35

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

069/P100 L-bracket 120x35 d 120x35
s 0.7

4.45 double wall 100 total pieces
1 package

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

35

0.8Ø8

50

12
0

Ø4

22 CONNECT STEEL



SPRING CONNECTOR EVOLUTION
U/40/28/40

BASE 30 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

604/P100 spring connector EVOLUTION spring  s 0.7
connector  s 1

3.00 suspended ceiling 100 total pieces
1 package

U/40/28/40

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

10,5

12

80

9,8
1

0,
7

84

U-SHAPED HANGER WITH SPRING EVOLUTION
U/40/28/40
Item Description Dimension and thickness Weight per package Application Sales unit

162/P100 U-shaped hanger with spring 
EVOLUTION

hanger  Ø 4
spring  s 0.7

2.50 suspended ceiling 100 total pieces
1 package

U/40/28/40

30

14
0

0.
7

12

Ø 4

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

CONNECT STEEL 23



LONGITUDINAL JOINT
U/40/28/40
Item Description Dimension and thickness Weight per package Application Sales unit

125/P100 longitudinal joint s 0.7 3.70 suspended ceiling 100 total pieces
1 package

U/40/28/40

35

25

120

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

24 CONNECT STEEL



ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
U/40/28/40
30X50-100-150-200-250-300-350-400-450-500

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
U/40/28/40

suspended ceiling
double wall

270/P050 30x50 d 50
s 1

2.27 50 total pieces
1 package

271/P050 30x100 d 100
s 1

3.77 50 total pieces
1 package

272/P020 30x150 d 150
s 1

2.37 20 total pieces
1 package

273/P020 30x200 d 200
s 1

3.15 20 total pieces
1 package

274/P020 30x250 d 250
s 1

3.78 20 total pieces
1 package

275/P020 30x300 d 300
s 1

4.41 20 total pieces
1 package

276/P020 30x350 d 350
s 1

6.15 20 total pieces
1 package

277/P020 30x400 d 400
s 1

7.00 20 total pieces
1 package

278/P020 30x450 d 450
s 1

7.80 20 total pieces
1 package

279/P020 30x500 d 500
s 1

8.65 20 total pieces
1 package

30

1

Ø7

qu
ot

a 
“d

”
50

-1
00

-1
50

-2
00

-2
50

-3
00

-3
50

-4
00

-4
50

-5
00

40

Ø 
4,

5

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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SLIDING SPRING CONNECTOR EVOLUTION
T/38/15 - T/38/24

BASE 15/24 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

605/P100 sliding spring connector
EVOLUTION

spring  s 0.7
connector  s 1.5

2.60 suspended ceiling 100 total pieces
1 package

T/38/15
T/38/24

0,7

1,5

12

95

13

22

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

CLICK-ON SLIDING SPRING CONNECTOR EVOLUTION
T/38/15 - T/38/24 EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

606/P100 click-on sliding spring
connector EVOLUTION

spring  s 0.7
connector  s 1.5

3.05 suspended ceiling 100 total pieces
1 package

T/38/15
T/38/24

1,5

0,
712

11
0

20

13

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

26 CONNECT STEEL



V-SHAPED HANGER WITH SPRING EVOLUTION
T/38/15 - T/38/24 EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

145/P100 V-shaped hanger
with spring EVOLUTION

hanger  Ø 4
spring  s 0.7

2.50 suspended ceiling 100 total pieces
1 package

T/38/15
T/38/24

18

30

14
0

0,
7

12

Ø 4

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

WHITE-PAINTED ANCHORING CLIP T/38/24
Item Description Dimension and thickness Weight per package Application Sales unit

191/P100 white-painted
anchoring clip
T/38/24

s 1 0.92 suspended ceiling 100 total pieces
1 package

24

38

6

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

CONNECT STEEL 27



STRAIGHT CONNECTOR RULED IN SUPPORT PITCH 5 MM
C/27/60/27 BI-BA

BASE 60 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

500/P100 straight connector ruled 
in support
pitch 5 mm

s 1.2 3.90 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

16,8

59

70,5

19
,5

40

Ø5
,7

10
8

9

3,5

5

4
55

1,2

Ø3,1

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

STRAIGHT CONNECTOR RULED PITCH 5 MM
C/27/60/27 BI-BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

501/P100 straight connector
ruled pitch 5 mm

s 1.2 4.40 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

65

1,2

3,
1

5

axonometric view scale 1:2

58

12
8

10
60

Ø6
,5

front view scale 1:2 side view scale 1:2
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FLEXIBLE CLIP FOR STRAIGHT CONNECTOR AND HANGERS 
RULED PITCH 5/6 MM
C/27/60/27 BI-BA

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

502/P100 flexible clip for straight
connector and hangers ruled
pitch 5/6 mm

Ø 2.5 0.60 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

73 2,5

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

NOTE to be fixed with 2 pieces at least

CONNECT STEEL 29



HANGER FOR STRAIGHT CONNECTOR RULED PITCH 6 MM
C/27/60/27 BI-BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

hanger for straight connector
ruled pitch 6 mm
C/27/60/27 BI-BA

suspended ceiling
double wall

510/P100 135 d 135
s 1

3.20 100 total pieces
1 package

511/P100 235 d 235
s 1

4.30 100 total pieces
1 package

512/P100 340 d 340
s 1

6.70 100 total pieces
1 package

513/P100 440 d 440
s 1

7.80 100 total pieces
1 package

514/P100 540 d 540
s 1

9.20 100 total pieces
1 package

515/P100 640 d 640
s 1

11.05 100 total pieces
1 package

516/P100 740 d 740
s 1

13.20 100 total pieces
1 package

517/P100 840 d 840
s 1

15.00 100 total pieces
1 package

518/P100 940 d 940
s 1

16.60 100 total pieces
1 package

519/P025 1040 d 1040
s 1

4.80 25 total pieces
1 package

8,
5

15

37
,5
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axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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SPRING CONNECTOR
C/27/60/27 BI-BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

061/P100 spring connector connector  s 1.5
spring  s 0.7

1.90 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2

0,9

0,7

front view scale 1:2 side view scale 1:2

12

59
27

58

86

ROTATING SPRING CONNECTOR
C/27/60/27 BI-BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

061/P100/A rotating spring connector connector  s 1
spring  s 0.7

5.90 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2

21

1

0,7

front view scale 1:2 side view scale 1:2

58

23

27
88

11
5
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LONGITUDINAL JOINT
C/27/60/27 BI-BA
Item Description Dimension and thickness Weight per package Application Sales unit

063/P100 longitudinal joint d 27
s 0.4

3.80 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

0,
4

67

24
,4

80

38

ORTHOGONAL CONNECTOR
C/27/60/27 BI-BA
Item Description Dimension and thickness Weight per package Application Sales unit

062/P100/B orthogonal connector s 0.9 1.40 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

0,958

27

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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CLICK-ON ORTHOGONAL CONNECTOR
C/27/60/27 BI-BA
Item Description Dimension and thickness Weight per package Application Sales unit

062/P100/A click-on orthogonal
connector C/27/60/27

s 0.8 4.80 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

59

27 Ø6,2

74

0,8

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

ADJUSTABLE BRACKET 60X120
C/27/60/27 BI-BA
Item Description Dimension and thickness Weight per package Application Sales unit

064/P100 adjustable bracket 
60x120

d 60x120
s 1

5.80 suspended ceiling
double wall

100 total pieces
1 package

C/27/60/27 BI-BA

4,
5

3061

1

12
2

Ø6 Ø6

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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ADJUSTABLE MULTIBRACKET
C/27/60/27 BI-BA
45X260-290-320-350-380

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable multibracket for 
C/27/60/27 BI-BA

suspended ceiling
double wall

340/P050 45x260 d 260
s 1

5.51 50 total pieces
1 package

341/P050 45x290 d 290
s 1

6.04 50 total pieces
1 package

342/P020 45x320 d 320
s 1

2.81 20 total pieces
1 package

343/P020 45x350 d 350
s 1

3.02 20 total pieces
1 package

344/P020 45x380 d 380
s 1

3.23 20 total pieces
1 package

85
30

45

60

7

30

4,5

48

30 30

15 15 15 15 15 15

QUOTA “d”
260-290-320-350-380

axonometric view scale 1:2 front view scale 1:2
special assembly with C/27/60/27

plan view scale 1:2
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STRAIGHT CONNECTOR
C/27/60/27 BI-BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

355/P100 straight connector
with through-hole Ø 5

l 90
s 1

2.20 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2 side view scale 1:2front view scale 1:2

1

90

57

28

Item Description Dimension and thickness Weight per package Application Sales unit

356/P100 straight connector
with through-hole Ø 5

l 170 
s 1

3.10 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2 side view scale 1:2front view scale 1:2

28

17
0

57 1
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Item Description Dimension and thickness Weight per package Application Sales unit

357/P100 straight connector
with through-hole Ø 5

l 270 
s 1

5.10 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2 side view scale 1:2front view scale 1:2

28

27
0

57 1
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
C/27/60/27 BI-BA
60X50-100-150-200-250-300-350-400-450-500

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
C/27/60/27 BI-BA

suspended ceiling
double wall

360/P050 60x50 d 50
s 1

3.50 50 total pieces
1 package

361/P050 60x100 d 100
s 1

5.60 50 total pieces
1 package

362/P020 60x150 d 150
s 1

3.10 20 total pieces
1 package

363/P020 60x200 d 200
s 1

3.90 20 total pieces
1 package

364/P020 60x250 d 250
s 1

4.80 20 total pieces
1 package

365/P020 60x300 d 300
s 1

5.60 20 total pieces
1 package

366/P020 60x350 d 350
s 1

6.40 20 total pieces
1 package

367/P020 60x400 d 400
s 1

7.25 20 total pieces
1 package

368/P020 60x450 d 450
s 1

8.10 20 total pieces
1 package

369/P020 60x500 d 500
s 1

8.90 20 total pieces
1 package

60

50
-1

00
-1

50
-2

00
-2

50
-3

00
-3

50
-4

00
-4

50
-5

00

1

Ø7

40

Ø4
,5

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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CLICK-ON BRACKET WITH Ø 7 THROUGH-HOLE
C/27/60/27 BI-BA
60x50-100-150-200-250-300-350-400-450-500

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

click-on bracket with Ø 7
through-hole 
C/27/60/27 BI-BA

suspended ceiling
double wall

370/P050 60x50 d 50
s 1

3.50 50 total pieces
1 package

371/P050 60x100 d 100
s 1

5.60 50 total pieces
1 package

372/P020 60x150 d 150
s 1

3.10 20 total pieces
1 package

373/P020 60x200 d 200
s 1

3.90 20 total pieces
1 package

374/P020 60x250 d 250
s 1

4.80 20 total pieces
1 package

375/P020 60x300 d 300
s 1

5.60 20 total pieces
1 package

376/P020 60x350 d 350
s 1

6.40 20 total pieces
1 package

377/P020 60x400 d 400
s 1

7.25 20 total pieces
1 package

378/P020 60x450 d 450
s 1

8.10 20 total pieces
1 package

379/P020 60x500 d 500
s 1

8.90 20 total pieces
1 package

40

58

Ø7

48

50
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00
-1

50
-2

00
-2

50
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00
-3

50
-4

00
-4

50
-5

00

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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SCREW + NUT
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

015/P100 screw + galvanized
flanged nuts Ø 5x12
straight connectors

d x Ø5 x 12 0.50 suspended ceiling 100 total pieces
1 package

12

M
5

axonometric view scale 1:2 side view scale 1:2

U-SHAPED BRACKET FOR SELF-SUPPORTING FRAMING
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

350/P020 U-shaped bracket
for self-supporting framing
50x160x1

s 1 2.70 suspended ceiling
autoportante

20 total pieces
1 package

54

1

16
0

50
93

60

7

5

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

ASSEMBLY
DIAGRAM
ON PAGE 40
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PRIMARY
FRAMEWORK

SECONDARY
FRAMEWORK

DETAIL B

DETAIL C

DETAIL A

!
Span lenght and applicable load 

can be finded on 
Metalstampi calculation report.

ASSEMBLY DIAGRAMMETALSTAMPI APPLICATION AXONOMETRIC
VIEW SELF-SUPPORTING SYSTEM

1

3

6

!
CONFIGURATIONS OF METALSTAMPI KITS

     MARKING PURSUANT TO EN 13964
valid only with products featuring the Metalstampi

1000

1000

Pos. Description Item

1 SPRING CONNECTOR EVOLUTION C/15/48/15, C/27/48/27 BA 600/P100 (BA)

2 ORTHOGONAL CONNECTOR C/27/48/27 BA 007/P100 (BA)

3 SCREW + GALVANIZED FLANGED NUTS M5 X 12 015/P100

4 FLAT EYELET HANGER Ø3.9 L=250 MM 017/P100

5 CLICK-ON ORTHOGONAL CONNECTOR C/27/48/27 BA 113/P100 (BA)

6 U-SHAPED BRACKET FOR SELF-SUPPORTING FRAMING 50X160X1 350/P020

7 C-STUD C/50/149/47/1 PC15050.1

8 C-STUD C/27/48/27/3000/0.6 BA PC50273000BA

9 U-TRACK U/40/150/40/1 PU15040.1

10 U-TRACK U/30/28/30/3000/0.6 PU28303000

11 PLASTERBOARD COVERING

12 WALLS
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DOUBLE SPRING
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

039/P100 adjustment spring
for double hanger
Ø 3.9

s 0.7 1.70 suspended ceiling 100 total pieces
1 package

26

4,
35

26 0,7

52

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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FLAT EYELET HANGER Ø 3.9
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

flat eyelet hanger
Ø 3.9

suspended ceiling 100 total pieces
1 package

040/P100 d 125 1.60

017/P100 d 250 2.80

041/P100 d 375 4.10

018/P100 d 500 5.30

042/P100 d 750 7.00

019/P100 d 1000 10.40

043/P100 d 1500 15.30

044/P100 d 2000 20.40

149/P100 d 3000 30.50

151/P100 d 4000 40.80

other lengths upon request

L

Ø3
,9

6,
5

side view scale 1:2

FLAT HANGER Ø 3.9
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

flat hanger
Ø 3.9

suspended ceiling 100 total pieces
1 package

155/P100 d 125 1.60

156/P100 d 250 2.80

157/P100 d 375 4.10

158/P100 d 500 5.30

159/P100 d 750 7.00

146/P100 d 1000 10.40

160/P100 d 1500 15.30

147/P100 d 2000 20.40

148/P100 d 3000 30.50

161/P100 d 4000 40.80

other lengths upon request

L

Ø3
,9

side view scale 1:2
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90° BENT HANGER Ø 3.9
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

90° bent hanger
Ø 3.9

suspended ceiling 100 total pieces
1 package

128/P100 d 125 1.60

129/P100 d 250 2.80

130/P100 d 375 4.10

131/P100 d 500 5.30

132/P100 d 750 7.00

133/P100 d 1000 10.40

134/P100 d 1500 15.30

135/P100 d 2000 20.40

150/P100 d 3000 30.50

152/P100 d 4000 40.80

other lengths upon request

L

Ø3
,9 6,5

side view scale 1:2 front view scale 1:2

V-SHAPED HANGER Ø 3.9
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

V-shaped hanger
Ø 3.9

suspended ceiling 100 total pieces
1 package

136/P100 d 125 1.60

137/P100 d 250 2.80

138/P100 d 375 4.10

139/P100 d 500 5.30

140/P100 d 750 7.00

141/P100 d 1000 10.40

142/P100 d 1500 15.30

143/P100 d 2000 20.40

153/P100 d 3000 30.50

154/P100 d 4000 40.80

other lengths upon request

Ø3
,9

20

L

30

side view scale 1:2
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8 MM U-SHAPED HANGER Ø 3.9
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

8-mm U-shaped hanger
Ø 3.9

suspended ceiling 100 total pieces
1 package

163/P100 d 125 1.60

164/P100 d 250 2.80

165/P100 d 375 4.10

166/P100 d 500 5.30

167/P100 d 750 7.00

168/P100 d 1000 10.40

169/P100 d 1500 15.30

170/P100 d 2000 20.40

171/P100 d 3000 30.50

172/P100 d 4000 40.80

other lengths upon request

L

20

Ø3
,9

8

side view scale 1:2

15 MM U-SHAPED HANGER Ø 3.9
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

15 mm U-shaped hanger
Ø 3.9

suspended ceiling 100 total pieces
1 package

173/P100 d 125 1.60

174/P100 d 250 2.80

175/P100 d 375 4.10

176/P100 d 500 5.30

177/P100 d 750 7.00

178/P100 d 1000 10.40

179/P100 d 1500 15.30

180/P100 d 2000 20.40

181/P100 d 3000 30.50

182/P100 d 4000 40.80

other lengths upon request

L

35

15

Ø3
,9

side view scale 1:2
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FASTENING SYSTEMS
CONNECT ZINC-MAGNESIUM

2

3

1

46 



STRENGTHS

1— Product conformity with CE marking, according to European 
directive EN  13964 (determination of the load permissible for 
suspended ceilings with load-bearing capacity) obtained with 
Metalstampi profiles and accessory kits.

2— Use of steel with high corrosion resistance zinc-magnesium 
surface coating (on average 4 times more than the standard of 
equal coverage) obtained by particular production procedures 
with added magnesium.

3— Self-cicatrising power of zinc-coated steel in the cutting and 
drilling areas of the screws.

PRODUCT FEATURES

da
ti 

fo
rn

iti
 d

al
 la

bo
ra

to
rio

 d
i a

na
lis

i V
en

et
a 

N
as

tr
i S

paComparison between products and relative resistance in salt spray
product thickness

of covering

g/mq        μm

hours of resistance
in salt spray 
necessary for 
reaching
the red rust

absolute
resistance
in ore/µm
of covering

hardness
of coating
against scratching
in HV

standard zinc

zinc-magnesium

Z 140        10

ZM 120       8

180

720

18

90

70

140-170

Salt spray test 500 hours standard 
zinc uncovered edges

Salt spray test 500 hours standard 
zinc-magnesium uncovered edge
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
C/27/48/27 BA-BS
48X50-100-150-200-250-300-350-400-450-500

BASE 48 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
C/27/48/27 BA-BS

suspended ceiling
double wall

280/P050 48x50 d 50
s 1

2.62 50 total pieces
1 package

281/P050 48x100 d 100
s 1

4.17 50 total pieces
1 package

282/P020 48x150 d 150
s 1

2.55 20 total pieces
1 package

283/P020 48x200 d 200
s 1

3.31 20 total pieces
1 package

284/P020 48x250 d 250
s 1

3.90 20 total pieces
1 package

285/P020 48x300 d 300
s 1

4.52 20 total pieces
1 package

286/P020 48x350 d 350
s 1

6.30 20 total pieces
1 package

287/P020 48x400 d 400
s 1

7.15 20 total pieces
1 package

288/P020 48x450 d 450
s 1

8.00 20 total pieces
1 package

289/P020 48x500 d 500
s 1

8.90 20 total pieces
1 package
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axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
U/40/28/40
30X50-100-150-200-250-300-350- 400-450-500

BASE 30 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
U/40/28/40

suspended ceiling
double wall

290/P050 30x50 d 50
s 1

2.27 50 total pieces
1 package

291/P050 30x100 d 100
s 1

3.77 50 total pieces
1 package

292/P020 30x150 d 150
s 1

2.37 20 total pieces
1 package

293/P020 30x200 d 200
s 1

3.15 20 total pieces
1 package

294/P020 30x250 d 250
s 1

3.78 20 total pieces
1 package

295/P020 30x300 d 300
s 1

4.41 20 total pieces
1 package

296/P020 30x350 d 350
s 1

6.15 20 total pieces
1 package

297/P020 30x400 d 400
s 1

7.00 20 total pieces
1 package

298/P020 30x450 d 450
s 1

7.80 20 total pieces
1 package

299/P020 30x500 d 500
s 1

8.65 20 total pieces
1 package
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axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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L-BRACKET ZINC-MAGNESIUM
Item Description Dimension and thickness Weight per package Application Sales unit

304/P100 L-Bracket 60x35 d 60x35
s 0.8

3.00 double wall 100 total pieces
1 package

50

Ø8

Ø4

60

0.8

35

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

305/P100 L-Bracket 120x35 d 120x35
s 0.8

4.20 double wall 100 total pieces
1 package

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

35

0.8Ø8

50
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LONGITUDINAL JOINT
C/27/48/27

BASE 48 
Item Description Dimension and thickness Weight per package Application Sales unit

300/P100 longitudinal joint d 27
s 0.6

4.70 suspended ceiling
double wall

100 total pieces
1 package

C/27/48/27

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

9847

0.6
25

CLICK-ON ORTHOGONAL CONNECTOR ZINC-MAGNESIUM
C/27/48/27 BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

301/P100 (BA) click-on orthogonal
connector

d 27
s 0.8

4.80 suspended ceiling 100 total pieces
1 package

C/27/48/27 BA

axonometric view scale 1:2 front view scale 1:2

46

27

side view scale 1:2

0,8

Ø7

50
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SPACER CONNECTOR ZINC-MAGNESIUM
C/15/48/15 BA - C/27/48/27 BA EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

302/P100 (BA) spacer connector with
M6 threaded hole

d 5
s 1

3.10 suspended ceiling
double wall

100 total pieces
1 package

C/15/48/15 BA
C/27/48/27 BA

axonometric view scale 1:2

45

5

front view scale 1:2 side view scale 1:2

M6

1

303/P100 (BA) spacer connector 
through-hole Ø 7

d 5
s 1

3.10 suspended ceiling
double wall

100 total pieces
1 package

C/15/48/15 BA
C/27/48/27 BA

axonometric view scale 1:2

45

5

front view scale 1:2 side view scale 1:2

Ø7

1

ADJUSTABLE BRACKET 50X120 ZINC-MAGNESIUM
C/27/48/27 BA-BS EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

306/P100 adjustable bracket 50x120
C/27/48/27 BA-BS

d 50x120
s 1

5.80 suspended ceiling
double wall

100 total pieces
1 package

axonometric view scale 1:2

30
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50
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0

front view scale 1:2 side view scale 1:2
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
ZINC-MAGNESIUM
C/27/60/27 BI-BA
60X50-100-150-200-250-300-350-400-450-500

BASE 60 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
C/27/60/27 BI-BA

suspended ceiling
double wall

310/P050ZM 60x50 d 50
s 1

3.50 50 total pieces
1 package

311/P050ZM 60x100 d 100
s 1

5.60 50 total pieces
1 package

312/P020ZM 60x150 d 150
s 1

3.10 20 total pieces
1 package

313/P020ZM 60x200 d 200
s 1

3.90 20 total pieces
1 package

314/P020ZM 60x250 d 250
s 1

4.75 20 total pieces
1 package

315/P020ZM 60x300 d 300
s 1

5.60 20 total pieces
1 package

316/P020ZM 60x350 d 350
s 1

6.40 20 total pieces
1 package

317/P020ZM 60x400 d 400
s 1

7.25 20 total pieces
1 package

318/P020ZM 60x450 d 450
s 1

8.10 20 total pieces
1 package

319/P020ZM 60x500 d 500
s 1

8.90 20 total pieces
1 package
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axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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CLICK-ON ORTHOGONAL CONNECTOR ZINC-MAGNESIUM
C/27/60/27 BI-BA
Item Description Dimension and thickness Weight per package Application Sales unit

321/P100/AZM click-on orthogonal
connector

s 0.8 4.80 suspended ceiling 100 total pieces
1 package

C/27/60/27 BI-BA

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

40

58 60

Ø7

60

1
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FASTENING SYSTEMS
CONNECT GUMMY SYSTEM

1
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STRENGTHS

1— Compliance to mandatory CE marking and EU standard EN 
13964 (“Suspended ceilings - Requirement and test methods”) 
carried out by using accessory kits and profiles produced by 
Metalstampi.

2— High soundproofing power thanks to the interposition of a 
thermoplastic rubber membrane.

3— Safe mechanical disconnection between existing surface 
and reclaimed surface.

Ø6

Ø24mm

48
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Assemly

quota

Wall / Ceiling

Fastening plug

Contact surface 

Soundproofing rubber

Metal washer
Ø6x24

GS00521
Bracket 48x100x1
Gummy System

PC50273000 BA
C-Stud
C/27/48/27 BA

Soundproofing
power product

2
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10001000

500 500 500 500 500

250

25010001000250

50
0

10
00

10
00

8 9

2

10

5

1

4

3

7

5
40

Ø6

6
COMPRESSION QUOTA
TO RESPECT DURING

ASSEMBLY PHASE

PRIMARY
FRAMEWORK

FRAMEWORK CROSSOVER
WITH ORTHOGONAL CONNECTOR

HANGING TO EXISTING SLAB
WITH STRAIGHT CONNECTOR

WORK AREA
PER SQ

SECONDARY
FRAMEWORK

ASSEMBLY DIAGRAMAXONOMETRIC VIEW APPLICATION
GUMMY SYSTEM METALSTAMPI PRODUCTS

!
CONFIGURATIONS OF METALSTAMPI KITS

     MARKING PURSUANT TO EN 13964
valid only with products featuring the Metalstampi
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5
40

Ø6

6
COMPRESSION QUOTA
TO RESPECT DURING

ASSEMBLY PHASE

PRIMARY
FRAMEWORK

FRAMEWORK CROSSOVER
WITH ORTHOGONAL CONNECTOR

HANGING TO EXISTING SLAB
WITH STRAIGHT CONNECTOR

WORK AREA
PER SQ

SECONDARY
FRAMEWORK

ASSEMBLY DIAGRAMAXONOMETRIC VIEW APPLICATION
GUMMY SYSTEM METALSTAMPI PRODUCTS

!
CONFIGURATIONS OF METALSTAMPI KITS

     MARKING PURSUANT TO EN 13964
valid only with products featuring the Metalstampi

Pos. Description Item

1 CLICK-ON ORTHOGONAL CONNECTOR 113/P100 (BA)

2 U-TRACK U/30/28/30/3000/0.6 PU28303000

3 SOUNDPROOFING RUBBER GUMMY SYSTEM

4 ADJUSTABLE BRACKET 48x300x1 GUMMY SYSTEM GS00525

5 C-STUD C/27/48/27/3000/0.6 BA PC50273000BA

6 WASHER Ø6x24x2

7 FASTENING PLUG Ø6

8 PLASTERBOARD COVERING

9 WALLS

10 SLAB
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SPACER CONNECTOR GUMMY SYSTEM
C/27/48/27 BA-BS

BASE 48 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

GS00500 (BA)

GS00501 (BS)

spacer connector
Gummy System

s 1
d 10

1.53 suspended ceiling
double wall

50 total pieces
1 package

C/27/48/27

45
4

10

Ø6

1
washer Ø6x24

10

axonometric view scale 1:2

BA BS

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

L-BRACKET GUMMY SYSTEM
60X35 - 120X35
Item Description Dimension and thickness Weight per package Application Sales unit

GS00502 L-bracket
Gummy System
60x35

d 65
s 0.7

1.78 double wall 50 total pieces
1 package

0,7

Ø6

35

10

washer
Ø6x24

Ø8

50

Ø4
10

60

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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Item Description Dimension and thickness Weight per package Application Sales unit

GS00503 L-bracket
Gummy System
120x35

d 125
s 0.7

3.40 double wall 50 total pieces
1 package

Ø8

Ø4

12
0

50

10

0,7

washer
Ø6x24

10

Ø6

35

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

ADJUSTABLE BRACKET GUMMY SYSTEM
C/27/48/27 BA-BS - C/27/60/27 BI-BA 
50-60X120
Item Description Dimension and thickness Weight per package Application Sales unit

GS00508 adjustable bracket
Gummy System
50x120
C/27/48/27 BA-BS

d 125
s 1

3.39 double wall 50 total pieces
1 package

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

50

1

 12
0

10

washer
Ø6x24

30

Ø6

Ø4
,5

10
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Item Description Dimension and thickness Weight per package Application Sales unit

GS00507 aadjustable bracket
Gummy System
60x120
C/27/60/27 BI-BA

d 125
s 1

3.95 double wall 50 total pieces
1 package

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

50

1

 12
0

10

washer
Ø6x24

30

Ø6

Ø4
,5

10

90° BENT HANGER Ø 3.9 MM GUMMY SYSTEM
EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

90° bent hanger
Ø 3.9 mm 
Gummy System

suspended ceiling 50 total pieces
1 package

GS00510 L 255
Ø 3.9

1.70

GS00509 L 505
Ø 3.9

3.40

GS00511 L 755
Ø 3.9

5.10

GS00512 L 1005
Ø 3.9

6.80

axonometric view scale 1:2 front view scale 1:2

Ø3
,9

L

Ø6

10

7

washer Ø6x24
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ADJUSTABLE UNIVERSAL BRACKET GUMMY SYSTEM
C/27/48/27 BA-BS 
50X35-65-95
Item Description Dimension and thickness Weight per package Application Sales unit

adjustable universal bracket
Gummy System
C/27/48/27 BA-BS

double wall 50 total pieces
1 package

GS00504 50x35 d 40
s 0.9

2.20

GS00505 50x65 d 70
s 0.9

2.82

GS00506 50x95 d 100
s 0.9

3.55

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

35
-6

5-
95

10

50

0,9

washer
Ø6x24

10

Ø3

33

Ø6

CONNECTION BRACKET GUMMY SYSTEM
60x225-385
Item Description Dimension and thickness Weight per package Application Sales unit

connection bracket
Gummy System

connecting metal structures 
double wall 

20 total pieces
1 package

GS00516 60x225 d 225
s 1.5

6.15

GS00515 60x385 d 385
s 1.5

8.15

225 / 385

35

1,5

Ø5

60

50

12
0

axonometric view scale 1:5 front view scale 1:5 side view scale 1:5
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7 
GUMMY SYSTEM
C/27/48/27 BA-BS 
48X50-100-150-200-250-300-350-400-450-500

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole Ø 7
Gummy System
C/27/48/27 BA-BS

suspended ceiling
double wall

GS00520 48x50 d 55
s 1

2.62 50 total pieces
1 package

GS00521 48x100 d 105
s 1

4.17 50 total pieces
1 package

GS00522 48x150 d 155
s 1

2.55 20 total pieces
1 package

GS00523 48x200 d 205
s 1

3.31 20 total pieces
1 package

GS00524 48x250 d 255
s 1

3.90 20 total pieces
1 package

GS00525 48x300 d 305
s 1

4.52 20 total pieces
1 package

GS00526 48x350 d 355
s 1

6.30 20 total pieces
1 package

GS00527 48x400 d 405
s 1

7.15 20 total pieces
1 package

GS00528 48x450 d 455
s 1

8.00 20 total pieces
1 package

GS00529 48x500 d 505
s 1

8.80 20 total pieces
1 package

48

1

50
-1

00
-1

50
-2

00
-2

50
-3

00
-3

50
-4

00
-4

50
-5

00

10

washer
Ø6x24

40

Ø0
,4

5

Ø6

10

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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CLICK-ON BRACKET WITH THROUGH-HOLE Ø 7
ROUNDED EDGE GUMMY SYSTEM
C/27/48/27 BA
40X50-100-150-200-250-300

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

click-on bracket 
with through-hole Ø 7
Gummy System
C/27/48/27 BA

suspended ceiling
double wall

GS00600 (BA) 40x50 d 55
s 1

2.62 50 total pieces
1 package

GS00601 (BA) 40x100 d 105
s 1

4.17 50 total pieces
1 package

GS00602 (BA) 40x150 d 155
s 1

2.55 20 total pieces
1 package

GS00603 (BA) 40x200 d 205
s 1

3.31 20 total pieces
1 package

GS00604 (BA) 40x250 d 255
s 1

3.90 20 total pieces
1 package

GS00605 (BA) 40x300 d 305
s 1

4.52 20 total pieces
1 package

washer
Ø6x24

48

1

Ø6

Ø24

10

axonometric view scale 1:2

Ø6 

"d
" -

 2
7m

m
27

QU
OT

A 
"d

"
50

-1
00

-7
5-

20
0-

25
0-

30
0

45

40

48

10

front view scale 1:2
special assembly with C/27/48/27 BA

side view scale 1:2
special assembly with C/27/48/27 BA
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CLICK-ON BRACKET WITH THROUGH-HOLE Ø 7
FLATTENED EDGE GUMMY SYSTEM
C/27/48/27 BS
40X50-100-150-200-250-300

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

click-on bracket 
with through-hole Ø 7
Gummy System
C/27/48/27 BS

suspended ceiling
double wall

GS00700 (BS) 40x50 d 55
s 1

2.62 50 total pieces
1 package

GS00701 (BS) 40x100 d 105
s 1

4.17 50 total pieces
1 package

GS00702 (BS) 40x150 d 155
s 1

2.55 20 total pieces
1 package

GS00703 (BS) 40x200 d 205
s 1

3.31 20 total pieces
1 package

GS00704 (BS) 40x250 d 255
s 1

3.90 20 total pieces
1 package

GS00705 (BS) 40x300 d 305
s 1

4.52 20 total pieces
1 package

washer
Ø6x24

48

1

Ø6 

Ø24

10

axonometric view scale 1:2 front view scale 1:2
special assembly with C/27/48/27 BS

side view scale 1:2
special assembly with C/27/48/27 BS

45

20

48

Ø6 

"d
" -

 2
7m

m
27

QU
OT

A 
"d

"
50

-1
00

-7
5-

20
0-

25
0-

30
0

10
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
GUMMY SYSTEM
U/40/28/40
30X50-100-150-200-250-300-350-400-450-500

BASE 30 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole ø 7
Gummy System
U/40/28/40

suspended ceiling
double wall

GS00530 30x50 d 55
s 1

2.27 50 total pieces
1 package

GS00531 30x100 d 105
s 1

3.77 50 total pieces
1 package

GS00532 30x150 d 155
s 1

2.37 20 total pieces
1 package

GS00533 30x200 d 205
s 1

3.15 20 total pieces
1 package

GS00534 30x250 d 255
s 1

3.78 20 total pieces
1 package

GS00535 30x300 d 305
s 1

4.41 20 total pieces
1 package

GS00536 30x350 d 355
s 1

6.15 20 total pieces
1 package

GS00537 30x400 d 405
s 1

7.00 20 total pieces
1 package

GS00538 30x450 d 455
s 1

7.80 20 total pieces
1 package

GS00539 30x500 d 505
s 1

8.65 20 total pieces
1 package

30

50
-1

00
-1

50
-2

00
-2

50
-3

00
-3

50
-4

00
-4

50
-5

00

1

washer
Ø6x24

10

40

Ø4
,5

Ø6

10

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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ADJUSTABLE BRACKET WITH THROUGH-HOLE Ø 7
GUMMY SYSTEM
C/27/60/27 BI-BA
60X50-100-150-200-250-300-350-400-450-500

BASE 60 

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

adjustable bracket 
with through-hole ø 7
Gummy System
C/27/60/27 BI-BA

suspended ceiling
double wall

GS00800 60x50 d 55
s 1

3.50 50 total pieces
1 package

GS00801 60x100 d 105
s 1

5.60 50 total pieces
1 package

GS00802 60x150 d 155
s 1

3.10 20 total pieces
1 package

GS00803 60x200 d 205
s 1

3.90 20 total pieces
1 package

GS00804 60x250 d 255
s 1

4.75 20 total pieces
1 package

GS00805 60x300 d 305
s 1

5.50 20 total pieces
1 package

GS00806 60x350 d 355
s 1

6.40 20 total pieces
1 package

GS00807 60x400 d 405
s 1

7.25 20 total pieces
1 package

GS00808 60x450 d 455
s 1

8.10 20 total pieces
1 package

GS00809 60x500 d 505
s 1

8.90 20 total pieces
1 package

40

Ø4
,5

Ø6

10

50
 / 

50
0

60

10

1

washer
Ø6x24

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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CLICK-ON BRACKET GUMMY SYSTEM
C/27/60/27 BI-BA
60X50-100-150-200-250-300-350-400-450-500

EN 13964

Item Description Dimension and thickness Weight per package Application Sales unit

click-on bracket
Gummy System 
C/27/60/27 BI-BA

suspended ceiling
double wall

GS00810 60x50 d 55
s 1

3.50 50 total pieces
1 package

GS00811 60x100 d 105
s 1

5.60 50 total pieces
1 package

GS00812 60x150 d 155
s 1

3.10 20 total pieces
1 package

GS00813 60x200 d 205
s 1

3.90 20 total pieces
1 package

GS00814 60x250 d 255
s 1

4.75 20 total pieces
1 package

GS00815 60x300 d 305
s 1

5.50 20 total pieces
1 package

GS00816 60x350 d 355
s 1

6.40 20 total pieces
1 package

GS00817 60x400 d 405
s 1

7.25 20 total pieces
1 package

GS00818 60x450 d 455
s 1

8.10 20 total pieces
1 package

GS00819 60x500 d 505
s 1

8.90 20 total pieces
1 package

48

1

washer
Ø6x24

50
-1

00
-1

50
-2

00
-2

50
-3

00
-3

50
-4

00
-4

50
-5

00

10

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

58

40

Ø6

10
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SUPPORT FRAMES FOR SANITARY FITTINGS

5

70 AQUAFRAME



STRENGTHS

1— Laboratory tested products with determination of the breaking load.

2— Steel kit installed on the different types of metal structure.

3— Products built to support standard wall-mounted ceramic sanitaryware 
(washbasins, toilets), and technical systems in plasterboard walls.

4— Built to adhere to the coating (to avoid subsequent cracking).

5— Complete standard equipment on the frames (adjustable brackets for fixing 
pipes, fittings at 90° M-Fda ½).

1

4

3 2

5
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1

2

3
5

4

6

600 (FIXED SIZE)

vertical section (1:10)

horizontal section (1:10)

APPLICATION SECTIONSSUPPORT FRAMES FOR AQUAFRAME SANITARY FITTINGS

Pos. Description Code

1 CARRIER FRAME FOR WALL-MOUNTED WASHBASIN FOR DISABLED ACCESS TM 00000305

2 C-STUD C/50/99/47/3000/0.6 PC100503000

3 U-TRACK U/40/100/40/3000/0.6 PU100403000

4 CLADDING WITH A MINIMUM OF 2 SHEETS OF PLASTERBOARD WIDTH 12.5 X 2 mm

5 CERAMIC CLADDING

6 WALL-MOUNTED WASHBASIN
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1

2

3
5

4

6

600 (FIXED SIZE)

vertical section (1:10)

horizontal section (1:10)

APPLICATION SECTIONSSUPPORT FRAMES FOR AQUAFRAME SANITARY FITTINGS
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CARRIER FRAME FOR WALL-MOUNTED WASHBASIN 
WITH OR WITHOUT COUPLINGS
M-F DA 1/2
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000100 carrier frame for wall-mounted
washbasin
with ½” M-F couplings

b 550
h 300
p 47
s 1.5 - 3

4.20 wall 1 piece

TM00000101 carrier frame for wall-mounted
washbasin without couplings

4.10

47

100 M
12

variable 530 / 550

variable 150 / 360 2,5

M12

92
,5

40
40

Ø50

200

G 1/2

19
5

24
0

45

92
,5

10
0

30
0

axonometric view scale 1:10 axonometric view scale 1:10

with couplings without couplings

front view scale 1:10 side view scale 1:10
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ADJUSTABLE CARRIER FRAME FOR WALL-MOUNTED 
WASHBASIN WITH OR WITHOUT COUPLINGS
M-F DA 1/2 E COLLAR Ø 50 REGOLABILI
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000105 adjustable carrier frame
for wall-mounted washbasin
with ½” M-F couplings
and adjustable Ø50 clamp

b 550
h 310
p 47
s 1.5 - 3

4.20 wall 1 piece

TM00000106 adjustable carrier frame
for wall-mounted washbasin
without ½” M-F couplings
and adjustable Ø50 clamp

4.10

47

100 M
12

variable 530 / 550

variable 150 / 360 2,5

M12

92
,5

40
40

Ø50

variabile 160 / 380

G 1/2

va
ria

bl
e 

18
0 

/ 2
10

va
ria

bl
e 

19
0 

/ 2
80

12
5

92
,5

30
0

axonometric view scale 1:10 axonometric view scale 1:10

with couplings without couplings

front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED WASHBASIN FOR
DISABLED ACCESS WITH OR WITHOUT COUPLINGS
M-F DA 1/2
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000300 carrier frame for wall-mounted
washbasin for
disabled access, with ½”
M-F couplings

b 550
h 375
p 47
s 1.5 - 2

4.30 wall 1 piece

TM00000301 carrier frame for wall-mounted
washbasin for disabled access, 
without couplings

4.20

variable 530 / 550

520

200

G 1/2

12
0

13
0

18
0

65

37
5

va
ria

bl
e 

18
5 

/ 2
20

33,5

40

2

22

axonometric view scale 1:10 axonometric view scale 1:10

with couplings without couplings

front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED WASHBASIN FOR
DISABLED ACCESS WITH OR WITHOUT COUPLINGS
M-F DA 1/2 E COLLAR Ø 50 REGOLABILI
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000305 carrier frame for wall-mounted
washbasin for
disabled access with ½”
M-F couplings

b 550
h 495
p 47
s 1.5 - 2

4.55 wall 1 piece

TM00000306 adjustable carrier frame
for wall-mounted washbasin
for disabled access without ½”
M-F couplings

4.45

40

2

variable 530 / 550

520

Ø50G 1/2

200

quota "A" variable
185/225 - 120/160

65
18

0

49
5

qu
ot

a 
"A

"
40

41
,5

23
,5

41
,5

25
0

axonometric view scale 1:10 axonometric view scale 1:10

with couplings without couplings

front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED TOILET
WITH CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000120 carrier frame
for wall-mounted
toilet with cistern kit

b 550
h 920
p 80
s 1.5 - 3

6.80 wall 1 piece

80

47

85

35

47

2

M
12

variable 180 / 230

va
ria

bl
e 

26
5 

/ 4
30

variable 260 / 400

25

2,5

variable 530 / 550

78
0

68
5

15
0

75
0

13
0

10
0

95

92
0

variable
Ø90 / Ø110

collar Ø50

finished
floor

120 40

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED TOILET
WITHOUT CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000121 carrier frame for wall-mounted
toilet without
cistern kit

b 550
h 750
p 80
s 1.5 - 3

6.10 wall 1 piece

47

85

35

47

2

M
12

variable 180 / 230

va
ria

bi
le

 2
65

 / 
43

0

2,5

variable 530 / 550

78
0

68
5

15
0

75
0

13
0

10
0

95

variable
Ø90 / Ø110

collar Ø50

finisched
floor

120 40

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED TOILET FOR 
DISABLED ACCESS WITHOUT CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000310 carrier frame for wall-mounted
toilet for disabled access
without cistern kit

b 550
h 750
p 70
s 1.5 - 3

6.90 wall 1 piece

47

85

35

47

2

M
12

variable 530 / 550

2,5

G 1/2

40

65

75
0

68
5

23
5

33
5

57
0

12
0

120 40

va
ria

bl
e 

26
5 

/ 4
30

finisched floor

variable
Ø90 / Ø110

variable 180 / 230 / 322

480

13
0

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED TOILET
FOR DISABLED ACCESS WITH CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000311 carrier frame for wall-mounted
toilet for disabled
access with cistern kit

b 550
h 920
p 70
s 1.5 - 3

7.60 wall 1 piece

variable 180 / 230 / 322

va
ria

bl
e 

26
5 

/ 4
30

2,5

variabile 530 / 550

variable 260 / 420

78
0

92
0

68
5 26

0 75
0

13
0

23
5

95

25

40

variable
Ø90 / Ø110

finisched floor

120 40

80

47

85

35
2

47

M
12

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED BIDET
WITH OR WITHOUT COUPLINGS
M-F DA 1/2
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000110 carrier frame for
wall-mounted bidet
with ½” M-F couplings

b 550
h 750
p 80
s 1.5 - 3

6.40 wall 1 piece

47

35

85

M
12

2

47

variable 530 / 550

2,5

13
0

40

65
68

5

76

Ø50
finisched
floor

320

variable 180 / 230

120 40
60

10
0

G 1/2

va
ria

bl
e 

26
5 

/ 4
30

75
0

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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Item Description Dimension and thickness Weight per package Application Sales unit

TM00000111 carrier frame for
wall-mounted bidet
without ½” M-F couplings

b 550
h 750
p 80
s 1.5 - 3

6.20 wall 1 piece

47

85

M
12

35

2

47

variable 530 / 550

2,5

13
0

40

65
68

575
0

va
ria

bl
e 

26
5 

/ 4
30

76

Ø50

variable 180 / 230

120 40

60
10

0
320

finisched
floor

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-MOUNTED URINAL
WITH OR WITHOUT COUPLINGS 
M-F DA 1/2
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000600 carrier frame for
wall-mounted urinal
with ½” M-F couplings

b 550
h 880
p 42
s 1.5 - 2

5.40 wall 1 piece

42

70 M
8

variable 535 / 550

va
ria

bl
e

35
 / 

65G 1/2

47

88
0

40

65
50 8,5

variable 35 / 400

Ø50

2

50

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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Item Description Dimension and thickness Weight per package Application Sales unit

TM00000601 carrier frame for
wall-mounted urinal
without ½” M-F couplings

b 550
h 880
p 42
s 1.5 - 2

5.35 wall 1 piece

42

70 M
8

variable 535 / 550

va
ria

bl
e

35
 / 

65G 1/2

47

88
0

40

65
50 8,5

variable 35 / 400

Ø50

2

50

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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UNIVERSAL CARRIER FRAME
BXHXS 520X220X20
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000150 universal carrier frame
520b - 220h - 20s

b 550
h 300
p 41.5
s 2 - 20

3.00 wall 1 piece

axonometric view scale 1:10

2

21
,5

21

42
,5

520

variable 530/550

40
22

0
40

30
0

51,5

front view scale 1:10

plan view scale 1:10
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UNIVERSAL CARRIER FRAME
BXHXS 220X520X20
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000151 universal carrier frame
220b - 520h - 20s

b 250
h 600
p 41.5
s 2 - 20

3.70 wall 1 piece

axonometric view scale 1:10 front view scale 1:10

plan view scale 1:10

40
52

0
40

60
0

51,5

220

 variable 230/250

2

21
,5

21

42
,5

AQUAFRAME 87



UNIVERSAL CARRIER FRAME
BxHxS 520x360x20
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000152 universal carrier frame
520b - 360h - 20s

b 550
h 440
p 41.5
s 2 - 20

4.20 wall 1 piece

axonometric view scale 1:10 front view scale 1:10

plan view scale 1:10

520

variable 530/550

40
36

0
40

44
0

51,5

2

21
,5

21

42
,5
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UNIVERSAL FRAME FOR UTILITIES SYSTEMS
BXHXS 350-550X144X0.8
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000500 universal frame
for utilities systems
350b - 144h - 0.8s

b 350
h 145
p 50
s 0.8

0.83 wall 2 pieces

350

14
5

14
0

10
40 50

0,8

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

plan view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000501 universal frame
for utilities systems
550b - 144h - 0.8s

b 550
h 145
p 50
s 0.80

1.27 wall 2 pieces

14
5

14
0

550

10
40 50

0,8

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

plan view scale 1:10
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UNIVERSAL CARRIER FRAME FOR CONTINUOUS SURFACES
BXHXS 400-600X180X30 / 400-600X360X30
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000404 universal carrier frame
for continuous surfaces
400x180x30

b 400
h 180
p 30

2.47 wall 2 pieces

398
18

0

39

1015
3028

,5

axonometric view scale 1:10 front view scale 1:10

plan view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000405 universal carrier frame
for continuous surfaces
600x180x30

b 600
h 180
p 30

3.71 wall 2 pieces

598

18
0

1015

39

3028
,5

axonometric view scale 1:10 front view scale 1:10

plan view scale 1:10
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Item Description Dimension and thickness Weight per package Application Sales unit

TM00000406 universal carrier frame
for continuous surfaces
400x360x30

b 400
h 360
p 30

4.80 wall 2 pieces

398

36
0

39

1015

3028
,5

axonometric view scale 1:10 front view scale 1:10

plan view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000407 universal carrier frame
for continuous surfaces
600x360x30

b 600
h 360
p 30

7.27 wall 2 pieces

598

36
0

1015

39

3028
,5

axonometric view scale 1:10 front view scale 1:10

plan view scale 1:10
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CARRIER FRAME FOR GENERIC LOADS
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000130 carrier frame for
generic loads with
2 bars M8 x 80

b 550
h 130
p 47
s 1.5 - 2.5

1.90 wall 1 piece

47 70

M
8

variable 530 / 550

variable 35 / 400 25

40

13
0

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

FRAME WITH BRACKET TO SUPPORT HEAVY LOADS
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000140 frame with bracket to support
heavy loads L 360

b 550
h 1045
p 47
s 1.5 - 2.5

5.60 wall 1 piece

355

va
ria

bl
e 

62
0 

/ 7
40

247

variable 530 / 550

2,5
13

0

40

65
98

0

40

120

10
45

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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FRAME WITH BRACKET TO SUPPORT MARBLE COUNTERTOP
L = 500 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000270 frame with bracket to support
marble countertop L 500

b 550
h 308
p 52.5 / 500
s 2.5 - 3

4.65 wall 1 piece

upon request available with Ø 4.5 mm holes at the desired distance to space the hook brakets.

variabile 530 / 550

520

50

54 2,5

64
64

40

10
4

18
0

30
8

52,5

40 500

axonometric view scale 1:10

front view scale 1:10 side view scale 1:10
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HORIZONTAL BRACKET TO SUPPORT MARBLE COUNTERTOP
S = 3 MM - L = 500 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000271 horizontal bracket
to support marble countertop
L 500

b 40
h 120
p 500
s 3

2.59 wall 1 piece

500

4973

10
0

124

50

axonometric view scale 1:10

front view scale 1:10

plan view scale 1:10

side view scale 1:10

CARRIER FRAME FOR SHOWERHEAD
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000160 carrier frame
for showerhead

b 550
h 130
p 47
s 1.5 - 2.5

2.10 wall 1 piece

47

variable 530 / 550

2,5

13
0

40

G 1/2

va
ria

bl
e

35
 / 

65

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR FLUSH-MOUNTED SHOWER WATER 
MIXER STANDARD OR THERMOSTAT
H = 80 - 175
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000170 carrier frame for flush-mounted
shower water mixer
standard h80

b 550
h 130
p 47
s 1.5 - 2.5

2.10 wall 1 piece

variable 530 / 550

va
ria

bl
e

0 
/ 4

0

4013
0

2,5

Ø23

19,5

80

variable 30 / 50

47

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000171 carrier frame for flush-mounted
shower water mixer
with thermostat h 175

b 550
h 130
p 47
s 1.5 - 2.5

2.25 wall 1 piece

variable 530 / 550

va
ria

bl
e

0 
/ 4

0

4013
0

2,5

Ø23

28
17

5

variable 40 / 60

47

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

CARRIER FRAME FOR EXTERNAL WATER MIXER FOR 
BATHTUB, SHOWER, WATER HEATER, WASHBASIN
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000180 carrier frame for external
water mixer for bathtub,
shower, water heater,
washbasin

b 550
h 130
p 47
s 1.5 - 2.5

2.40 wall 1 piece

47

variable 530 / 550

variabile
80 / 380

va
ria

bl
e

35
 / 

65

2,5

4013
0

G 1/2

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME WITH COUPLINGS FOR WASHING MACHINE 
OR DISHWASHER
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000190 carrier frame with
couplings for washing
machine or dishwasher

b 550
h 130
p 47
s 1.5 - 2.5

2.40 wall 1 piece

47

variable 530 / 550

va
ria

bl
e 

78
 / 

99

variable
80 / 380

va
ria

bl
e

35
 / 

65

va
ria

bl
e

55
 / 

90

2,5

13
0

40

G 1/2

33,5

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

CARRIER FRAME WITH FITTINGS FOR BACK-TO-WALL 
FLOOR-MOUNTED TOILET
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000200 carrier frame with fittings
for back-to-wall floor-mounted
toilet

b 550
h 130
p 47
s 1.5 - 2.5

2.30 wall 1 piece

47

variable 530 / 550

va
ria

bl
e

14
5 

/ 1
65

Ø50

Ø90 / Ø110

2,5

13
0

40

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME WITH FITTINGS FOR BACK-TO-WALL 
FLOOR-MOUNTED BIDET, OR KITCHEN SINK
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000210 carrier frame with fittings for
back-to-wall floor-mounted
bidet, or kitchen sink

b 550
h 130
p 47
s 1.5 - 2.5

2.60 wall 1 piece

47

variable 530 / 550

variable 160 / 380

va
ria

bl
e 

30
 / 

70

va
ria

bl
e 

35
 / 

65

G 1/2 Ø50

2,5

4013
0

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

CARRIER FRAME FOR TOILET CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000220 carrier frame for
toilet cistern kit

b 550
h 130
p 80
s 1.5 - 2.5

2.60 wall 1 piece

variable 530 / 550

variable 40 / 400

25

40

14
0

13
0

30
2

75

2,5

80

47

50

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR HEAVY RADIATORS WITH
VERTICAL BRACKETS
S = 3 MM
SPACING 110/145 MM
WITHOUT FINISHING
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000250 carrier frame for heavy
radiators with vertical
brackets d 3

spacing 110 without finishing

b 550
h 308
p 52.5 / 110
s 2.5 - 3

4.25 wall 1 piece

upon request available with Ø 4.5 mm holes at the desired distance to space the hook brakets.

52,5

56

Ø50

110
(without covering)

40

variable 530 / 550

54
64

64

130 130260

520

18
0

30
8

2,5

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000251 carrier frame for heavy
radiators with vertical
brackets d 3

spacing 145 without finishing

b 550
h 308
p 52.5 / 145
s 2.5 - 3

4.33 wall 1 piece

upon request available with Ø 4.5 mm holes at the desired distance to space the hook brakets.

variable 530 / 550

54

64
64

130 130260

520

18
0

30
8

2,5

52,5

56

Ø50

140
(without covering)

40

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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VERTICAL BRACKET FOR CARRIER FRAME WITH FITTINGS
S = 3 MM
FITTINGS 110/145
WITHOUT FINISHING
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000252 vertical bracket for
carrier frame with fittings Ø 13

spacing 110 without finishing

b 50
h 100
p 110
s 3

2.92 wall 10 pieces

50
10

0

Ø8

32 18

140

30

Ø50

31

3

69

110
(without covering)

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000253 vertical bracket for
carrier frame with fittings Ø 13

spacing 145 without finishing

b 50
h 100
p 145
s 3

3.32 wall 10 pieces

50

10
0

Ø8

32 18

175

30

Ø50

31

3

69

145
(without covering)

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR HEAVY RADIATORS
WITH RADIATOR HOOKS Ø 14 MM 
SPACING 110/145 MM
WITHOUT FINISHING
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000260 carrier frame for heavy
radiators with radiator
hooks Ø 14

spacing 110 without finishing

b 550
h 308
p 52.5 / 110
s 2.5 - Ø 14

4.34 wall 1 piece

upon request holes Ø 14.25 mm can be drilled at the distance desired to space the hook brackets

variable 530 / 550

54
64

64

130 130260

18
0

30
8

2,5

52,5

7090
90

Ø50

110
(without covering)

40

Ø1
4

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000261 carrier frame for heavy
radiators with radiator
hooks Ø 14

spacing 145 without finishing

b 550
h 308
p 52.5 / 145
s 2.5 - Ø 14

4.42 wall 1 piece

upon request holes Ø 14.25 mm can be drilled at the distance desired to space the hook brackets

variable 530 / 550

54

64
64

130 130260

18
0

30
8

2,5

52,5

70

Ø50

90
90

145
(without covering)

40

Ø1
4

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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RADIATOR HOOK Ø 14 MM
SPACING 110/145 
FOR CARRIER FRAME
FOR HEAVY RADIATORS
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000262 radiator hook Ø 14

spacing 110 without finishing

Ø 14
p 110

2.88 wall 10 pieces

110
(without covering)

210

170

80

40

M
14

40

Ø1
4 Ø50

axonometric view scale 1:5 side view scale 1:5

Item Description Dimension and thickness Weight per package Application Sales unit

TM00000263 radiator hook Ø 14

spacing 145 without finishing

Ø 14
p  145

3.30 wall 10 pieces

145
(without covering)40

M
14

Ø1
4 Ø50

40205

245

80

axonometric view scale 1:5 side view scale 1:5

BRACKETS FOR FINNED RADIATORS WITH COVER PLATE
SPACING FROM 20 TO 25 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000235 brackets for finned
radiators with
cover plate

spacing from 20 to 25

b 84
h 104
p 33
s 3

4.90 wall 20 pieces

variable
20 / 25

18

Ø2
0

Ø8

3

Ø7,4

97

20 20

60

39
39

13
variable
10 / 15

84

10
4

axonometric view scale 1:5 side view scale 1:5 rear view scale 1:5rear view scale 1:5 rear view scale 1:5

AQUAFRAME 101



BRACKET FOR HEAVY RADIATORS WITH COVER PLATE
SPACING FROM 50 TO 110 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000230 bracket for heavy
radiators with
cover plate

spacing from 50 to 110

b 84
h 104
p 110
s 3

7.00 wall 20 pieces

20

Ø7,4

97

39
39

60

20

84

10
4

variable
50 / 110

190

42 3 30

Ø50

Ø1
0

Ø2
0

13
variable
40 / 100

Ø50

axonometric view scale 1:5

side view scale 1:5 side view scale 1:5rear view scale 1:5 rear view scale 1:5

COVER PLATE WITH HOLE
Ø16 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000242 cover plate with
Ø 16 mm hole

b 84
h 104
p 13
s 2

0.75 wall 20 pieces

13 66

10
4

84

52
52

Ø16

axonometric view scale 1:5 side view scale 1:5 rear view scale 1:5
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BRACKET FOR HEAVY RADIATORS WITH COVER PLATE
SPACING FROM 70 MM - SPACING FROM 80 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000231 bracket for heavy
radiators with cover plate

spacing 70

b 84
h 97
p 70 - 80

6.00 wall 20 pieces

TM00000232 bracket for heavy
radiators with cover plate

spacing 80

6.30 wall 20 pieces

20

60

97

45
33

Ø7.4
20

18

3

70 / 80

Ø2
0

30

Ø50

6
13 66 / 76

Ø50

84

10
4

axonometric view scale 1:5

side view scale 1:5 side view scale 1:5
(inserted plate )

rear view scale 1:5 rear view scale 1:5

BRACKET COVER PLATE WITH RECTANGULAR HOLE
BXH 16X46 MM
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000243 bracket cover plate with
rectangular hole
16w x 46h

b 84
h 104
p 13
s 2

0.75 wall 20 pieces

13 66

10
4

84

52
52

Ø16

axonometric view scale 1:5 side view scale 1:5 rear view scale 1:5
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FRAME FOR LIGHTWEIGHT RADIATORS
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000240 frame for
lightweight radiators

b 550 
h 130
p 47

1.80 wall 1 piece

47

variable 530 / 550

10

13
0

2,5

72,5 72,570 70 70 7035 35

530

35

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

BRACKET FOR LIGHTWEIGHT RADIATORS
SPACING FROM 90 TO 120 WITHOUT FINISHING
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000241 bracket for
lightweight radiators

spacing from 90 to 120
without finishing

Ø 10 
p 190

3.30 wall 20 pieces

190

variable 90 / 120
(without covering)

160

Ø50

30

75

M
10

axonometric view scale 1:5 side view scale 1:5

CAVITY ANCHORS FOR PLASTERBOARD ONE PANEL THICK
Ø13X52 MM ONE PANEL THICK
Ø13X65 MM TWO PANELS THICK
Item Description Dimension and thickness Weight per package Application Sales unit

cavity anchors for plasterboard
one panel thick

wall 50 pieces

TM00000236 Ø 13x52 mm 
one panel thick

Ø 13x52 1.20

TM00000237 Ø 13x65 mm 
two panels thick

Ø 13x65 1.40

52

13

M
6

65

13

M
6

axonometric view scale 1:5 side view scale 1:5 rear view scale 1:5 side view scale 1:5 rear view scale 1:5
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PLASTERBOARD CAVITY WALL ANCHOR SET
Item Description Dimension and thickness Weight per package Application Sales unit

TM00000238 plasterboard cavity
wall anchor set

l 140
h 160
p 35

0.50 wall 1 piece

140

16
0

axonometric view scale 1:2 side view scale 1:5
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SUPPORT FRAMES FOR SANITARY FITTINGS
AQUAFRAME ERGONOMIC

2

5

106 



STRENGTHS

1— Laboratory tested products with determination of the breaking load.

2— Steel kit installed on the different types of metal structure.

3— Products built to support standard wall-mounted ceramic sanitaryware 
(washbasins, toilets), and technical systems in plasterboard walls.

4— Built to adhere to the coating (to avoid subsequent cracking).

5— Reduced cavity spaces.

6— Products can be custom-made (vertical feet can be extended to recover work site 
quotas, adaptation of frames for suspension of ceramic sanitaryware or particular 
loads).

1

4

5

3
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5

7

6

2

3

4

1

minimum quota interspace100

600 (FIXED SIZE)

10
0

m
in

im
um

 q
uo

ta
 in

te
rs

pa
ce

vertical section (1:10)

horizontal section (1:10)

APPLICATION SECTIONSAXONOMETRIC VIEW APPLICATION METALSTAMPI PRODUCTS
AQUAFRAME SUPPORT FRAMES FOR SANITARY FITTINGS

Pos. Description Code

1 CARRIER FRAME FOR WALL-HUNG TOILET WITH CISTERN KIT AE00001031

2 EXTERNAL WC CISTERN

3 CERAMIC CLADDING

4 CLADDING WITH A MINIMUM OF 2 SHEETS OF PLASTERBOARD WIDTH 12.5 X 2 mm

5 U-TRACK U/40/100/40/3000/0.6 PU100403000

6 C-STUD C/50/99/47/3000/0.6 PC100503000

7 SUPPORT FRAME FOR SANITARY FITTINGS
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5

7

6

2

3

4

1

minimum quota interspace100

600 (FIXED SIZE)

10
0

m
in

im
um

 q
uo

ta
 in

te
rs

pa
ce

vertical section (1:10)

horizontal section (1:10)

APPLICATION SECTIONSAXONOMETRIC VIEW APPLICATION METALSTAMPI PRODUCTS
AQUAFRAME SUPPORT FRAMES FOR SANITARY FITTINGS
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CARRIER FRAME FOR WALL-HUNG WASH BASIN
WITH OR WITHOUT COUPLINGS
M-F DA 1/2
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001010 carrier frame for wall-hung
wash basin with ½” M-F
couplings

b 550
h 310
p 47
s 1.5 - 2.5

4.24 wall 1 piece

AE00001011 carrier frame for wall-hung
wash basin without couplings

b 550
h 310
p 47
s 1.5 - 2.5

4.00 wall 1 piece

axonometric view scale 1:10 axonometric view scale 1:10

with couplings without couplings

front view scale 1:10 side view scale 1:10

110

M
12

47

G 1/2

92
,5

12
5

92
,5

31
0

variable 530/550

va
ria

bl
e 

22
0/

30
0

Ø50

variable 150/360

40
40

2,5

 
va

ria
bl

e 
45

/8
0

variable 80/120
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CARRIER FRAME FOR WALL-HUNG BIDET
WITH OR WITHOUT COUPLINGS
M-F DA 1/2
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001020 carrier frame for wall-hung
bidet with ½” M-F couplings

b 550
h 623
p 80
s 1.5 - 3

6.23 wall 1 piece

AE00001021 carrier frame for wall-hung
bidet without couplings

b 550
h 623
p 80
s 1.5 - 3

5.89 wall 1 piece

variable 530 / 550

va
ria

bl
e 

26
5 

/ 4
30

va
ria

bl
e 

18
0 

/ 2
40

finisched
floor

G 
1/

2 55

14
5

variable 180 / 230

76

Ø50

320

120 40

2,5

40 13
0

M
12

62
3

47

100

35

47

2

M
12

axonometric view scale 1:10 axonometric view scale 1:10

with couplings without couplings

front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-HUNG TOILET
WITHOUT CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001030 carrier frame for wall-hung
toilet without cistern kit

b 550
h 623
p 80
s 1.5 - 3

5.73 wall 1 piece

variable 530 / 550

va
ria

bl
e 

26
5 

/ 4
30

variable 180 / 230

Ø50

Ø90 / Ø110

finisced
floor

120 40

40

35
10

0

M
12

62
3

57
8

57
8

13
0

2,5 47

47

35

100

M
12

2

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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CARRIER FRAME FOR WALL-HUNG TOILET
WITH CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001031 carrier frame for wall-hung
toilet with cistern kit

b 550
h 750
p 80
s 1.5 - 3

6.57 wall 1 piece

variable 350/550

variable 240/420

variable 180/230

Ø50

35
10

0

75
0

40 13
0

Ø90/Ø110

va
ria

bl
e 

26
5/

43
0

68
5

95

78
0

M
12

120 40

finisched
floor

25

80

47

47

35

100

M
12

2

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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WALL-HUNG CARRIER FRAME FOR WALL-MOUNTED URINAL
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001035 wall-hung carrier frame
for wall-mounted urinal

b 550
h 880
p 60
s 1.5 - 2

6.57 wall 1 piece

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

42

60

G 1/2

variable 530/550

88
0

 
va

ria
bl

e 
35

/6
5

Ø50

40
40

 
va

ria
bl

e 
35

/6
5

22
0 520

 
va

ria
bl

e
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UNIVERSAL CARRIER FRAME
520X220X20
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001040 universal carrier frame b 550
h 300
p 41.5
s 1.5 - 20

2.50 wall 1 piece

axonometric view scale 1:10

front view scale 1:10

plan view scale 1:10

520

variable 530/550

40
22

0
40

30
0

51,5

1,5

21
,5

20

41
,5
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UNIVERSAL CARRIER FRAME
520X360X20
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001041 universal carrier frame b 550
h 440
p 41.5
s 1.5 - 20

3.50 wall 1 piece

axonometric view scale 1:10

front view scale 1:10

plan view scale 1:10

variable 530/550

52040
36

0
40

44
0

51,5

1,5

21
,5

20

41
,5
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UNIVERSAL CARRIER FRAME FOR HEAVY LOADS
520X220X20
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001042 universal carrier frame
for heavy loads

b 550
h 300
p 42.5
s 1.5 - 20

2.70 wall 1 piece

variable 530 / 550

520

55
40

22
0

30
0

40
20

42
,5

22
,5 2

axonometric view scale 1:10

front view scale 1:10

plan view scale 1:10

UNIVERSAL CARRIER FRAME FOR HEAVY LOADS
520X360X20
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001043 universal carrier frame
for heavy loads

b 530
h 440
p 42.5
s 2 - 20

3.80 wall 1 piece

variable 530 / 550

520

36
0

44
0

40
40

55

22
,5

20

42
,5

2

axonometric view scale 1:10

front view scale 1:10

plan view scale 1:10
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WALL-HUNG UNIVERSAL CARRIER FRAME FOR WASHBASIN
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001045 wall-hung universal carrier frame 
for heavy loads,
for washbasin

b 550
h 1045
p 47 / 450
s 1.5  - 3

8.40 wall 1 piece

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

450

 
va

ria
bl

e 
85

0/
90

0

43

variable 160/460

40 40

variable 530/550

17
0

120

2

13
0

65
98

010
45

25

 
va

ria
bl

e 
53

0/
66

5

Ø5
0
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axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

450

 
va

ria
bl

e 
85

0/
90

0

43

variable 160/460

40 40

variable 530/550

17
0

120

2

13
0

65
98

010
45

25

 
va

ria
bl

e 
53

0/
66

5

Ø5
0
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FRAME FOR SHOWER HEAD
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001050 frame for
shower head

b 530
h 80
p 47
s 1.5 - 2

1.38 wall 1 piece

variable 530 / 550

va
ria

bl
e

35
 / 

65G 1/2
80 40

2 47

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

FRAME FOR INTERNAL WATER MIXER
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001060 frame for internal
water mixer

b 530
h 80
p 47
s 1.5 - 2.5

1.38 wall 1 piece

variable 530 / 550

G 1/2 2

va
ria

bi
le

20
 / 

27

80 40

47

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

FRAME FOR EXTERNAL WATER MIXER FOR BATHTUB, 
SHOWER, WATER HEATER, OR WASH BASIN
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001070 frame for external water
mixer for bathtub, shower,
water heater, or wash basin

b 530
h 80
p 47
s 1.5 - 2

1.64 wall 1 piece

variable 530 / 550

variabile
80 / 380 va

ria
bl

e
35

 / 
65G 1/2

2

80 40

47

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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FRAME WITH COUPLINGS FOR WASHING MACHINES
AND DISHWASHERS
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001080 frame with couplings for
washing machines and
dishwashers

b 530
h 80
p 47
s 1.5 - 2

1.64 wall 1 piece

variable 530 / 550

variable
80 / 380

va
ria

bl
e

35
 / 

65

va
ria

bl
e

55
 / 

90 G 1/2

33,5

2

80 40

47

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

FRAME WITH COUPLINGS FOR SEWAGE PIPES Ø 50
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001081 frame with couplings for
washing machines and
dishwashers

b 530
h 80
p 47
s 1.5 - 2

1.64 wall 1 piece

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

47

80

variable 530/550

 
va

ria
bl

e 
28

/6
8

2

Ø50
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Z BRACKET WITH COUPLING
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001082 frame with couplings for
washing machines and
dishwashers

b 530
h 80
p 47
s 1.5 - 2

1.64 wall 1 piece

axonometric view scale 1:5 front view scale 1:5 side view scale 1:5

 va
ria

bl
e

45
/8

5 12
0

60

G 1/2 53

FRAME WITH COUPLINGS FOR FLOOR-MOUNTED
BACK-TO-WALL TOILETS
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001090 frame with couplings
for floor-mounted
back-to-wall toilets

b 530
h 80
p 47
s 1.5 - 2

2.14 wall 1 piece

47

variable 530 / 550

Ø50

Ø90 / Ø110

2

40

55

13
580

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10
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FRAME WITH COUPLINGS FOR FLOOR-MOUNTED
BACK-TO-WALL TOILET ADJUSTABLE FROM 140 TO 190
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001091 frame with couplings
for floor-mounted
back-to-wall toilet

b 530
h 80
p 47
s 1.5 - 2

2.65 wall 1 piece

47

variable 530 / 550

va
ria

bl
e 

14
0 

/ 1
90

Ø50

2

55

Ø90 / Ø110
4080

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

FRAME WITH COUPLINGS FOR FLOOR-MOUNTED BIDET
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001100 frame with couplings
for floor-mounted bidet

b 530
h 80
p 47
s 1.5 - 2

2.65 wall 1 piece

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

47

G 1/2
Ø50

variable 80/120

 
va

ria
bl

e 
90

/1
70

 variable 530/550

80

40

va
ria

bl
e 

45
/8

0
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FRAME FOR TOILET CISTERN KIT
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001110 frame for toilet cistern kit b 530
h 80
p 47
s 1.5 - 2

1.98 wall 1 piece

80

47

variable 530 / 550

variable 40 / 400

25

2

14
0

75

80 40

axonometric view scale 1:10 front view scale 1:10 side view scale 1:10

RADIATOR BRACKET 50/110
SPACING FROM 50 TO 110 MM
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001120 radiator bracket
spacing 50/110

b 60
h 97
p 50/110
s 1.5 - 2

7.00 wall 1 piece

20
Ø7,4

20

60

39

97

39

190

42 30

Ø50

Ø1
0

Ø2
0

3
variable
50 / 110

axonometric view scale 1:5 front view scale 1:5 side view scale 1:5
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RADIATOR BRACKET PAINTED WHITE CENTRE-TO-CENTRE
TO BE FASTENED WITH SELFSTABILIZING FASTENERS
SPACING FROM 97 TO 127 MM
Item Description Dimension and thickness Weight per package Application Sales unit

AE00001130 radiator bracket painted
white centre-to-centre 97/12

b 60
h 97
p 97/1127
s 2

0.45 wall 2 pieces

90

74

177

M
10

Ø3
5

Ø9

12 7
variable 97 / 127

axonometric view scale 1:2

front view scale 1:2 side view scale 1:2
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DECORATIVE PROFILES PVC

2

126 



STRENGTHS

1— Simple installation on site (positioned against the cladding 
and stapled into place).

2— Wide range of products for every type of finish.

3— Easy to transport to the work site.

1

1
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STEEL AND PVC EXPANSION BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003755 steel and pvc
expansion bead

l 3050
s 0.7 - 1

17.00 suspended ceiling
double wall
wall

25 pieces
76.25 ml

63

26,5

tear-away
tab

26,50

12
,5

0,
7 

- 1

axonometric view scale 1:2 section scale 1:2

PVC EDGE BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003766 pvc edge bead l 3000
s 0.7 - 1

10.00 suspended ceiling
double wall
wall

35 pieces
105.00 ml

tear-away
tab

15

12,5

0,7 - 01

28

12
tear-away
tab

3

axonometric view scale 1:2 section scale 1:2

PVC EDGE BEAD WITH FLEXIBLE GASKET
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003784 pvc edge bead
with flexible gasket

l 3000
s 0.7 - 1

10.00 suspended ceiling
double wall
wall

35 pieces
90.00 ml

12,5

12,5

10

28
1

6~

19,5

7

0,7 - 0,9

tear-away
tab

flexible
gasket

axonometric view scale 1:2 section scale 1:2
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PVC EDGE BEAD WITH TEAR-AWAY TAB
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003785 pvc edge bead with
tear-away tab

l 3050
s 0.7 - 0.9

19.00 suspended ceiling
double wall
wall

50 pieces
152.50 ml

22

15

12,5

12,5

0,7 - 0,9

28

7

tear-away
tab

axonometric view scale 1:2 section scale 1:2

PVC CORNER BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003763 pvc corner bead l 3050
s 1

22.00 suspended ceiling
double wall
wall

50 pieces
152.50 ml

29

29

12,5

12
,5

1

axonometric view scale 1:2 section scale 1:2

PVC FLEX CORNER BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003767 pvc flex corner bead l 3000
s 0.7 - 1

7.00 suspended ceiling
double wall
wall

20 pieces
60.00 ml

29

12
,5

29

12,5

0,
7 

- 1

axonometric view scale 1:2 section scale 1:2
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PVC CORNER BEAD WITH VARIABLE ANGLE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003751 pvc corner bead
with variable angle

l 2x50000
s 1

7.00 suspended ceiling
double wall
wall

2 rolls
2x50.00 ml

20

12,5

12
,5 20

1

180° max
90° min.

variable angle 90° - 180°axonometric view scale 1:2 section scale 1:2

PVC EDGE BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003786 pvc edge bead l 3050
s 0.7 - 0.9

35.20 suspended ceiling
double wall
wall

80 pieces
244.00 ml

27,5

12
,5

0,
7 

- 0
,9

axonometric view scale 1:2 section scale 1:2

PVC J-BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003787 pvc J-bead l  3050
s  0.7 - 0.9

19.00 suspended ceiling
double wall
wall

50 pieces
152.50 ml

28

12
,5

0,
7 

- 0
,9

axonometric view scale 1:2 section scale 1:2
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PVC FLEX ARCH BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003768 pvc flex arch bead l 3000
s 1

5.00 suspended ceiling
double wall

20 pieces
60.00 ml

12
,5

1

31

axonometric view scale 1:2 section scale 1:2

PVC PERIMETER FLEX FRAME
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003769 pvc perimeter flex frame l 2500
s 1 - 1.9

4.00 suspended ceiling
double wall
wall

10 pieces
25.00 ml

28
,5

26
,5

1 
- 1

,9

20

22
side
to curve

axonometric view scale 1:2 section scale 1:2

PVC FLEX INSIDE CORNER BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003770 pvc flex inside corner bead l 3050
s 0.7 - 1

16.00 suspended ceiling
double wall
wall

70 pieces
213.50 ml

28
,5

26
,5

1 
- 1

,9

20

22
side
to curve

135° max

70° min.

axonometric view scale 1:2 section scale 1:2 variable angle 70° - 135°
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PVC SQUARE DECORATIVE REVEAL BEAD
WIDTH 12 - 20 - 25 MM
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003772 pvc square decorative
reveal bead width 12 mm

l  3050
s  0.7 - 1

9.00 suspended ceiling
double wall
wall

20 pieces
61.00 ml

121 126

66

26

12
,5

0,
7 

- 1

axonometric view scale 1:2 section scale 1:2

Item Description Dimension and thickness Weight per package Application Sales unit

PC00003773 width 20 mm l  3050
s  0.7 - 1

13.00 suspended ceiling
double wall
wall

15 pieces
45.75 ml

28 28

83

12
,5

0,
7 

- 1

201 1

axonometric view scale 1:2 section scale 1:2

Item Description Dimension and thickness Weight per package Application Sales unit

PC00003774 width 25 mm l  3050
s  0.7 - 1.3

16.00 suspended ceiling
double wall
wall

15 pieces
45.75 ml

28 28

83

12
,5

0,
7 

- 1

201 1

axonometric view scale 1:2 section scale 1:2
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PVC BULLNOSE OUTSIDE CORNER BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003776 pvc bullnose outside
corner bead

l  3050
s  1 - 1.4

13.00 suspended ceiling
double wall
wall

35 pieces
106.75 ml

40

40

1 
- 1

,4

12,5

12
,5

R20

27

axonometric view scale 1:2 section scale 1:2

PVC BULLNOSE FLEX OUTSIDE CORNER BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003778 pvc bullnose flex outside
corner bead

l  3050
s  1 - 1.4

13.00 suspended ceiling
double wall
wall

35 pieces
106.75 ml

40

12,5

R20

23

40

12
,5

27

1 
- 1

,4

axonometric view scale 1:2 section scale 1:2

PVC FLEX INSIDE CORNER BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003780 pvc flex inside corner bead l  3050
s  1 - 1.4

15.00 suspended ceiling
double wall
wall

35 pieces
106.75 ml

12,5

32

R20

47

22

1 
- 1

,412
,5

47

axonometric view scale 1:2 section scale 1:2
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Z-MOLD SHADOW BEAD
WIDTH 6 - 12 - 18 MM
Item Description Dimension and thickness Weight per package Application Sales unit

PC00003781 Z-mold shadow
bead width 6

l  3050
s  0.7 - 0.9

11.00 suspended ceiling
double wall
wall

50 pieces
152.50 ml

0,9 8

6

34,9

12
,5

0,
7 

- 0
,9

axonometric view scale 1:2 section scale 1:2

Item Description Dimension and thickness Weight per package Application Sales unit

PC00003782 Z-mold shadow
bead width 12

l  3050
s  0.7 - 0.9

12.00 suspended ceiling
double wall
wall

50 pieces
152.50 ml

0,9

40,9

28

12

12
,5

0,
7 

- 0
,9

axonometric view scale 1:2 section scale 1:2

Item Description Dimension and thickness Weight per package Application Sales unit

PC00003783 Z-mold shadow
bead width 18

l  3050
s  0.7 - 0.9

13.00 suspended ceiling
double wall
wall

50 pieces
152.50 ml

0,
7 

- 0
,9

12
,5

18 0,9 8

46,9

axonometric view scale 1:2 section scale 1:2
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DECORATIVE PROFILES
FAST FINISH

1

136 



STRENGTHS

1— Product with embossed paper finish with 
PVC core.

2— Installation on site with activation of the 
adhesive on the attachment surface by water 
vaporisation for PC00037320-PC00037321 
products; for the other types, of attachment 
with sealant.

3— Reduced thickness of the sealant.

4— Quick installation.

3

4

4

2
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CORNER BEAD WITH VARIABLE ANGLE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037320 corner bead
with variable angle
Fast Finish

l 30500
s 0.8

2.26 suspended ceiling
double wall
wall

1 roll
1x30.5 ml

axonometric view scale 1:2

180°max

90°min

section scale 1:2

section scale 1:2

39

12,5

12
,50,
8

39

OUTSIDE CORNER BEAD 90°
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037321 outside corner bead 90°
Fast Finish

l 2740
s 0.9

12.74 suspended ceiling
double wall
wall

50 pcs
137 ml

axonometric view scale 1:2 section scale 1:2

39

12,5

12
,50,
9

39
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CORNER BEAD WITH VARIABLE ANGLE WITH EMBOSSED PAPER EDGE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037322 corner bead
with variable angle
with embossed paper edge
Fast Finish

l 30500
s 1

1.92 suspended ceiling
double wall
wall

1 roll
1x30.5 ml

axonometric view scale 1:2

12,5

12
,5

26

26

1

180° min

90° min

section scale 1:2

section scale 1:2

INSIDE CORNER BEAD 90° WITH EMBOSSED PAPER EDGE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037323 inside corner bead 90°
with embossed paper edge
Fast Finish

l 2740
s 1

9.31 suspended ceiling
double wall
wall

50 pcs
137 ml

axonometric view scale 1:2

12,5

12
,5

39,5

39
,5

1

section scale 1:2
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OUTSIDE CORNER BEAD 90° WITH EMBOSSED PAPER EDGE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037324 outside corner bead 90°
with embossed paper edge
Fast Finish

l 2740
s 1

9.31 suspended ceiling
double wall
wall

50 pcs
137 ml

axonometric view scale 1:2

12,5

12
,5

26

26

1section scale 1:2

OUTSIDE RENFORCED CORNER  BEAD 90°
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037325 outside renforced corner 
bead 90°
Fast Finish

l 2740
s 1

12.74 suspended ceiling
double wall
wall

50 pcs
137 ml

axonometric view scale 1:2 section scale 1:2

12,5
12

,5

37

37

1
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EDGE BEAD WITH VARIABLE ANGLE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037326 edge bead with variable angle
Fast Finish

l 30500
s 0.8

1.50 suspended ceiling
double wall
wall

1 roll
1x30.5 ml

12,5

12
,5

44

12

0,
8

section scale 1:2

axonometric view scale 1:2 section scale 1:2

90° min

180° max

FLEXIBLE EDGE BEAD
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037327 flexible edge bead
Fast Finish

l 30500
s 0.9

2.20 suspended ceiling
double wall
wall

1 roll
1x30.5 ml

axonometric view scale 1:2

0,
9 44

44

12,5

12
,5

section scale 1:2

section scale 1:2

90° min

180° max
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REPAIR PATCH
Item Description Dimension and thickness Weight per package Application Sales unit

PC00037328 repair pa tch
Fast Finish

l 6100
s 0.6

1.00 suspended ceiling
double wall
wall

1 roll
1x6.1 ml

axonometric view scale 1:2

0,
6

12
,5

140

section scale 1:2

OUTSIDE ROLLING TOOL 90°
FOR ITEMS PC00037322-37324
Item Description Dimension and thickness Weight per package Application Sales unit

PC00001473 outside rolling tool 90° for items 
PC00037322-37324

/ 0.55 suspended ceiling
double wall
wall

1 pcs

INSIDE ROLLING TOOL 90°
FOR ITEMS PC00037322-37323
Item Description Dimension and thickness Weight per package Application Sales unit

PC00001474 inside rolling tool 90° for items 
PC00037322-37323

/ 0.55 suspended ceiling
double wall
wall

1 pcs
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OUTSIDE ROLLING TOOL FOR 90°
FOR ITEMS PC00037320-37321-37325-37327
Item Description Dimension and thickness Weight per package Application Sales unit

PC00001477 outside rolling tool for 90°
for items PC00037320-37321-
37325-37327

/ 0.55 suspended ceiling
double wall
wall

1 pcs

EXTENTION POLE
Item Description Dimension and thickness Weight per package Application Sales unit

PC00001478 extention pole for inner
and outer edge 90°

l 910-1520 4.08 suspended ceiling
double wall
wall

1 pcs

FOLDING TOOL
FOR ITEMS PC00037320-37322-37323-37326-37327
Item Description Dimension and thickness Weight per package Application Sales unit

PC00001479 folding tool for items 
PC00037320-37322-37323-
37326-37327

/ 6.00 suspended ceiling
double wall
wall

1 pcs
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DECORATIVE PROFILES
MAGIC LED

144 



STRENGTHS

1— Product made of extruded 
aluminium with press-on 
attachment.

2— Set up for the installation of 
adhesive LED strips.

LED strip Max
18 W/m

LED wiringPC00006520
Magic LED Profile

24x26x50 

Adjustable bracket
48x50
cod. 260/P050 

PC50273000BA
Upright at
C-stud
C/27/48/27/BA

LED strip Max
18 W/m

Adjustable bracket
48x50
cod. 260/P050 

PC50273000BA
Upright at
C-stud
C/27/48/27/BA

LED wiring

PC00006540
Magic LED Profile
24x30x35 
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MAGIC LED PROFILE 24X26X50
Item Description Dimension and thickness Weight per package Application Sales unit

PC00006520 Magic Led profile
24x26x50

l 1.500
s 1.5 - 2

2.42 suspended ceiling
double wall
wall

4 pieces
6.00 ml

axonometric view scale 1:2

50

26

24

1,
5

2

13

section scale 1:2

MAGIC LED PROFILE 24X30X35
Item Description Dimension and thickness Weight per package Application Sales unit

PC00006540 Magic Led profile
24x30x35

l 1.500
s 1.5

1.80 suspended ceiling
double wall
wall

4 pieces
6.00 ml

30

12
,5

1,
5

24

35

axonometric view scale 1:2 section scale 1:2
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JOIN SYSTEM INSPECTION 
HATCHES STANDARD SQUARE

3 4
1

148 



STRENGTHS

1— New aluminium frames with high mechanical strength; applicable coating 
thickness 12.5-15-25 mm.

2— Exclusive torsion-resistant corner fastening system.

3— Internal panel expulsion system with steel fasteners. 

4— Internal panel anti-detachment safety system with steel cable and snap-hook.

5— Bottom-hung opening, removable door; rotating opening, non-removable door. 
Square, rectangular formats with a fixed pitch of 50 mm, to size.

steel

aluminium

DIAGRAM OF THE MATERIAL 
COUPLING METHOD.

2
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM STANDARD SQUARE
(VASISTAS OPENING)

STANDARD S=12.5

S=12.5

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection
hatch with standard panel,
removable bottom-hung door

net clearance LxL
d 12.5

suspended ceiling 
wall

BS00200200JS 200x200 2.00 2 pieces

BS00300300JS 300x300 3.57 2 pieces

BS00400400JS 400x400 5.61 2 pieces

BS00500500JS 500x500 8.00 2 pieces

BS00600600JS 600x600 10.79 2 pieces

BS00700700JS 700x700 8.20 1 piece

BS00800800JS 800x800 10.50 1 piece

BS00900900JS 900x900 12.20 1 piece

BS10001000JS 1000x1000 15.00 1 piece

BS11001100JS 1100x1100 18.50 1 piece

BS12001200JS 1200x1200 22.00 1 piece

up to 600x600 dimensions of the sheet, grouting is not required - may be fitted with water-resistant panel upon request

“L” (net clearance)
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“L” (net clearance)
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axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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PLASTERBOARD INSPECTION HATCHES 
JOIN SYSTEM STANDARD RECTANGULAR
(VASISTAS OPENING)

STANDARD S=12.5

S=12.5

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
removable door bottom-hung
on long side

net clearance L1 x L
d 12.5

15 kg/mq suspended ceiling 
wall

PAGES 160-161 1 piece

may be fitted with water-resistant panel upon request

“L” (net clearance)

12
,5

12
,5

“L1” (net clearance)
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total width = “L1”+25+25

25 25

25
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axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BS00200250JS BS00250250JS

300 BS00200300JS BS00250300JS

350 BS00200350JS BS00250350JS BS00300350JS BS00350350JS

400 BS00200400JS BS00250400JS BS00300400JS BS00350400JS

450 BS00200450JS BS00250450JS BS00300450JS BS00350450JS BS00400450JS BS00450450JS

500 BS00200500JS BS00250500JS BS00300500JS BS00350500JS BS00400500JS BS00450500JS

550 BS00200550JS BS00250550JS BS00300550JS BS00350550JS BS00400550JS BS00450550JS BS00500550JS BS00550550JS

600 BS00200600JS BS00250600JS BS00300600JS BS00350600JS BS00400600JS BS00450600JS BS00500600JS BS00550600JS

650 BS00200650JS BS00250650JS BS00300650JS BS00350650JS BS00400650JS BS00450650JS BS00500650JS BS00550650JS BS00600650JS BS00650650JS

700 BS00200700JS BS00250700JS BS00300700JS BS00350700JS BS00400700JS BS00450700JS BS00500700JS BS00550700JS BS00600700JS BS00650700JS

750 BS00200750JS BS00250750JS BS00300750JS BS00350750JS BS00400750JS BS00450750JS BS00500750JS BS00550750JS BS00600750JS BS00650750JS BS00700750JS BS00750750JS

800 BS00200800JS BS00250800JS BS00300800JS BS00350800JS BS00400800JS BS00450800JS BS00500800JS BS00550800JS BS00600800JS BS00650800JS BS00700800JS BS00750800JS

850 BS00200850JS BS00250850JS BS00300850JS BS00350850JS BS00400850JS BS00450850JS BS00500850JS BS00550850JS BS00600850JS BS00650850JS BS00700850JS BS00750850JS BS00800850JS BS00850850JS

900 BS00200900JS BS00250900JS BS00300900JS BS00350900JS BS00400900JS BS00450900JS BS00500900JS BS00550900JS BS00600900JS BS00650900JS BS00700900JS BS00750900JS BS00800900JS BS00850900JS

950 BS00200950JS BS00250950JS BS00300950JS BS00350950JS BS00400950JS BS00450950JS BS00500950JS BS00550950JS BS00600950JS BS00650950JS BS00700950JS BS00750950JS BS00800950JS BS00850950JS BS00900950JS BS00950950JS

1000 BS02001000JS BS02501000JS BS03001000JS BS03501000JS BS04001000JS BS04501000JS BS05001000JS BS05501000JS BS06001000JS BS06501000JS BS07001000JS BS07501000JS BS08001000JS BS08501000JS BS09001000JS BS09501000JS

1050 BS02001050JS BS02501050JS BS03001050JS BS03501050JS BS04001050JS BS04501050JS BS05001050JS BS05501050JS BS06001050JS BS06501050JS BS07001050JS BS07501050JS BS08001050JS BS08501050JS BS09001050JS BS09501050JS BS10001050JS BS10501050JS

1100 BS02001100JS BS02501100JS BS03001100JS BS03501100JS BS04001100JS BS04501100JS BS05001100JS BS05501100JS BS06001100JS BS06501100JS BS07001100JS BS07501100JS BS08001100JS BS08501100JS BS09001100JS BS09501100JS BS10001100JS BS10501100JS

1150 BS02001150JS BS02501150JS BS03001150JS BS03501150JS BS04001150JS BS04501150JS BS05001150JS BS05501150JS BS06001150JS BS06501150JS BS07001150JS BS07501150JS BS08001150JS BS08501150JS BS09001150JS BS09501150JS BS10001150JS BS10501150JS BS11001150JS BS11501150JS

1200 BS02001200JS BS02501200JS BS03001200JS BS03501200JS BS04001200JS BS04501200JS BS05001200JS BS05501200JS BS06001200JS BS06501200JS BS07001200JS BS07501200JS BS08001200JS BS08501200JS BS09001200JS BS09501200JS BS10001200JS BS10501200JS BS11001200JS BS11501200JS

JOIN SYSTEM STANDARD RECTANGULAR S=12,5
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BS00200250JS BS00250250JS

300 BS00200300JS BS00250300JS

350 BS00200350JS BS00250350JS BS00300350JS BS00350350JS

400 BS00200400JS BS00250400JS BS00300400JS BS00350400JS

450 BS00200450JS BS00250450JS BS00300450JS BS00350450JS BS00400450JS BS00450450JS

500 BS00200500JS BS00250500JS BS00300500JS BS00350500JS BS00400500JS BS00450500JS

550 BS00200550JS BS00250550JS BS00300550JS BS00350550JS BS00400550JS BS00450550JS BS00500550JS BS00550550JS

600 BS00200600JS BS00250600JS BS00300600JS BS00350600JS BS00400600JS BS00450600JS BS00500600JS BS00550600JS

650 BS00200650JS BS00250650JS BS00300650JS BS00350650JS BS00400650JS BS00450650JS BS00500650JS BS00550650JS BS00600650JS BS00650650JS

700 BS00200700JS BS00250700JS BS00300700JS BS00350700JS BS00400700JS BS00450700JS BS00500700JS BS00550700JS BS00600700JS BS00650700JS

750 BS00200750JS BS00250750JS BS00300750JS BS00350750JS BS00400750JS BS00450750JS BS00500750JS BS00550750JS BS00600750JS BS00650750JS BS00700750JS BS00750750JS

800 BS00200800JS BS00250800JS BS00300800JS BS00350800JS BS00400800JS BS00450800JS BS00500800JS BS00550800JS BS00600800JS BS00650800JS BS00700800JS BS00750800JS

850 BS00200850JS BS00250850JS BS00300850JS BS00350850JS BS00400850JS BS00450850JS BS00500850JS BS00550850JS BS00600850JS BS00650850JS BS00700850JS BS00750850JS BS00800850JS BS00850850JS

900 BS00200900JS BS00250900JS BS00300900JS BS00350900JS BS00400900JS BS00450900JS BS00500900JS BS00550900JS BS00600900JS BS00650900JS BS00700900JS BS00750900JS BS00800900JS BS00850900JS

950 BS00200950JS BS00250950JS BS00300950JS BS00350950JS BS00400950JS BS00450950JS BS00500950JS BS00550950JS BS00600950JS BS00650950JS BS00700950JS BS00750950JS BS00800950JS BS00850950JS BS00900950JS BS00950950JS

1000 BS02001000JS BS02501000JS BS03001000JS BS03501000JS BS04001000JS BS04501000JS BS05001000JS BS05501000JS BS06001000JS BS06501000JS BS07001000JS BS07501000JS BS08001000JS BS08501000JS BS09001000JS BS09501000JS

1050 BS02001050JS BS02501050JS BS03001050JS BS03501050JS BS04001050JS BS04501050JS BS05001050JS BS05501050JS BS06001050JS BS06501050JS BS07001050JS BS07501050JS BS08001050JS BS08501050JS BS09001050JS BS09501050JS BS10001050JS BS10501050JS

1100 BS02001100JS BS02501100JS BS03001100JS BS03501100JS BS04001100JS BS04501100JS BS05001100JS BS05501100JS BS06001100JS BS06501100JS BS07001100JS BS07501100JS BS08001100JS BS08501100JS BS09001100JS BS09501100JS BS10001100JS BS10501100JS

1150 BS02001150JS BS02501150JS BS03001150JS BS03501150JS BS04001150JS BS04501150JS BS05001150JS BS05501150JS BS06001150JS BS06501150JS BS07001150JS BS07501150JS BS08001150JS BS08501150JS BS09001150JS BS09501150JS BS10001150JS BS10501150JS BS11001150JS BS11501150JS

1200 BS02001200JS BS02501200JS BS03001200JS BS03501200JS BS04001200JS BS04501200JS BS05001200JS BS05501200JS BS06001200JS BS06501200JS BS07001200JS BS07501200JS BS08001200JS BS08501200JS BS09001200JS BS09501200JS BS10001200JS BS10501200JS BS11001200JS BS11501200JS
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM TO SIZE
(VASISTAS OPENING)

STANDARD S=12.5

S=12.5

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
removable door bottom-hung on 
long side

(area in sq.cm2)
d 12.5

15 kg/mq suspended ceiling 
wall

BM00300400JS 900/1600 1 piece

BM00400500JS 1601/2500 1 piece

BM00500600JS 2501/3600 1 piece

BM00600700JS 3601/4900 1 piece

BM00700800JS 4901/6400 1 piece

BM00800900JS 6401/8100 1 piece

BM09001000JS 8101/10000 1 piece

BM10001100JS 10001/12100 1 piece

BM11001200JS 12101/14400 1 piece

up to 1200x1200 dimensions of the sheet - may be fitted with water-resistant panel upon request

156 JOIN SYSTEM





PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM REVOLVING SQUARE
(REVOLVING OPENING)

STANDARD S=12.5

S=12.5

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection
hatch with standard
panel, non-removable
swinging door

net clearance LxL
d 12.5

suspended ceiling 
wall

BR00200200JS 200x200 2.00 2 pieces

BR00300300JS 300x300 3.57 2 pieces

BR00400400JS 400x400 5.61 2 pieces

BR00500500JS 500x500 8.00 2 pieces

BR00600600JS 600x600 10.79 2 pieces

BR00700700JS 700x700 8.20 1 piece

BR00800800JS 800x800 10.50 1 piece

BR00900900JS 900x900 12.20 1 piece

up to 600x600 dimensions of the sheet, grouting is not required - may be fitted with water-resistant panel upon request

“L” (net clearance)
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“L” (net clearance)

total width = “L”+25+25
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axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM REVOLVING RECTANGULAR
(REVOLVING OPENING)

STANDARD S=12.5

S=12.5

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection
hatch with standard
panel, non-removable
swinging door hinged
on long side

net clearance L1 x L
d 12.5

15 kg/mq suspended ceiling 
wall

PAGES 166-167 1 piece

may be fitted with water-resistant panel upon request

“L” (net clearance)
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,5

“L1” (net clearance)

total width = “L1”+25+25
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axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BR00200250JS BR00250250JS

300 BR00200300JS BR00250300JS

350 BR00200350JS BR00250350JS BR00300350JS BR00350350JS

400 BR00200400JS BR00250400JS BR00300400JS BR00350400JS

450 BR00200450JS BR00250450JS BR00300450JS BR00350450JS BR00400450JS BR00450450JS

500 BR00200500JS BR00250500JS BR00300500JS BR00350500JS BR00400500JS BR00450500JS

550 BR00200550JS BR00250550JS BR00300550JS BR00350550JS BR00400550JS BR00450550JS BR00500550JS BR00550550JS

600 BR00200600JS BR00250600JS BR00300600JS BR00350600JS BR00400600JS BR00450600JS BR00500600JS BR00550600JS

650 BR00200650JS BR00250650JS BR00300650JS BR00350650JS BR00400650JS BR00450650JS BR00500650JS BR00550650JS BR00600650JS BR00650650JS

700 BR00200700JS BR00250700JS BR00300700JS BR00350700JS BR00400700JS BR00450700JS BR00500700JS BR00550700JS BR00600700JS BR00650700JS

750 BR00200750JS BR00250750JS BR00300750JS BR00350750JS BR00400750JS BR00450750JS BR00500750JS BR00550750JS BR00600750JS BR00650750JS BR00700750JS BR00750750JS

800 BR00200800JS BR00250800JS BR00300800JS BR00350800JS BR00400800JS BR00450800JS BR00500800JS BR00550800JS BR00600800JS BR00650800JS BR00700800JS BR00750800JS

850 BR00200850JS BR00250850JS BR00300850JS BR00350850JS BR00400850JS BR00450850JS BR00500850JS BR00550850JS BR00600850JS BR00650850JS BR00700850JS BR00750850JS BR00800850JS BR00850850JS

900 BR00200900JS BR00250900JS BR00300900JS BR00350900JS BR00400900JS BR00450900JS BR00500900JS BR00550900JS BR00600900JS BR00650900JS BR00700900JS BR00750900JS BR00800900JS BR00850900JS

950

1000

1050

1100

1150

1200

JOIN SYSTEM REVOLVING RECTANGULAR S=12,5

L1
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BR00200250JS BR00250250JS

300 BR00200300JS BR00250300JS

350 BR00200350JS BR00250350JS BR00300350JS BR00350350JS

400 BR00200400JS BR00250400JS BR00300400JS BR00350400JS

450 BR00200450JS BR00250450JS BR00300450JS BR00350450JS BR00400450JS BR00450450JS

500 BR00200500JS BR00250500JS BR00300500JS BR00350500JS BR00400500JS BR00450500JS

550 BR00200550JS BR00250550JS BR00300550JS BR00350550JS BR00400550JS BR00450550JS BR00500550JS BR00550550JS

600 BR00200600JS BR00250600JS BR00300600JS BR00350600JS BR00400600JS BR00450600JS BR00500600JS BR00550600JS

650 BR00200650JS BR00250650JS BR00300650JS BR00350650JS BR00400650JS BR00450650JS BR00500650JS BR00550650JS BR00600650JS BR00650650JS

700 BR00200700JS BR00250700JS BR00300700JS BR00350700JS BR00400700JS BR00450700JS BR00500700JS BR00550700JS BR00600700JS BR00650700JS

750 BR00200750JS BR00250750JS BR00300750JS BR00350750JS BR00400750JS BR00450750JS BR00500750JS BR00550750JS BR00600750JS BR00650750JS BR00700750JS BR00750750JS

800 BR00200800JS BR00250800JS BR00300800JS BR00350800JS BR00400800JS BR00450800JS BR00500800JS BR00550800JS BR00600800JS BR00650800JS BR00700800JS BR00750800JS

850 BR00200850JS BR00250850JS BR00300850JS BR00350850JS BR00400850JS BR00450850JS BR00500850JS BR00550850JS BR00600850JS BR00650850JS BR00700850JS BR00750850JS BR00800850JS BR00850850JS

900 BR00200900JS BR00250900JS BR00300900JS BR00350900JS BR00400900JS BR00450900JS BR00500900JS BR00550900JS BR00600900JS BR00650900JS BR00700900JS BR00750900JS BR00800900JS BR00850900JS

950

1000

1050

1100

1150

1200
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM STANDARD SQUARE 
(VASISTAS OPENING)

STANDARD S=15

S=15

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection
hatch with standard panel,
removable
bottom-hung door

net clearance LxL
d 15

suspended ceiling 
wall

BQ00200200JS 200x200 1.16 1 piece

BQ00300300JS 300x300 2.10 1 piece

BQ00400400JS 400x400 3.24 1 piece

BQ00500500JS 500x500 4.62 1 piece

BQ00600600JS 600x600 6.23 1 piece

BQ00700700JS 700x700 9.46 1 piece

BQ00800800JS 800x800 12.12 1 piece

BQ00900900JS 900x900 14.10 1 piece

BQ10001000JS 1000x1000 17.31 1 piece

BQ11001100JS 1100x1100 21.35 1 piece

BQ12001200JS 1200x1200 25.38 1 piece

up to 600x600 dimensions of the sheet. grouting is not required - may be fitted with water-resistant panel upon request

axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM STANDARD RECTANGULAR
(VASISTAS OPENING)

STANDARD S=15

S=15

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
removable
door bottom-hung
on long side

net clearance L1 x L
d 15

16 kg/mq suspended ceiling 
wall

PAGES 170-171 1 piece

axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BQ00200250JS BQ00250250JS

300 BQ00200300JS BQ00250300JS

350 BQ00200350JS BQ00250350JS BQ00300350JS BQ00350350JS

400 BQ00200400JS BQ00250400JS BQ00300400JS BQ00350400JS

450 BQ00200450JS BQ00250450JS BQ00300450JS BQ00350450JS BQ00400450JS BQ00450450JS

500 BQ00200500JS BQ00250500JS BQ00300500JS BQ00350500JS BQ00400500JS BQ00450500JS

550 BQ00200550JS BQ00250550JS BQ00300550JS BQ00350550JS BQ00400550JS BQ00450550JS BQ00500550JS BQ00550550JS

600 BQ00200600JS BQ00250600JS BQ00300600JS BQ00350600JS BQ00400600JS BQ00450600JS BQ00500600JS BQ00550600JS

650 BQ00200650JS BQ00250650JS BQ00300650JS BQ00350650JS BQ00400650JS BQ00450650JS BQ00500650JS BQ00550650JS BQ00600650JS BQ00650650JS

700 BQ00200700JS BQ00250700JS BQ00300700JS BQ00350700JS BQ00400700JS BQ00450700JS BQ00500700JS BQ00550700JS BQ00600700JS BQ00650700JS

750 BQ00200750JS BQ00250750JS BQ00300750JS BQ00350750JS BQ00400750JS BQ00450750JS BQ00500750JS BQ00550750JS BQ00600750JS BQ00650750JS BQ00700750JS BQ00750750JS

800 BQ00200800JS BQ00250800JS BQ00300800JS BQ00350800JS BQ00400800JS BQ00450800JS BQ00500800JS BQ00550800JS BQ00600800JS BQ00650800JS BQ00700800JS BQ00750800JS

850 BQ00200850JS BQ00250850JS BQ00300850JS BQ00350850JS BQ00400850JS BQ00450850JS BQ00500850JS BQ00550850JS BQ00600850JS BQ00650850JS BQ00700850JS BQ00750850JS BQ00800850JS BQ00850850JS

900 BQ00200900JS BQ00250900JS BQ00300900JS BQ00350900JS BQ00400900JS BQ00450900JS BQ00500900JS BQ00550900JS BQ00600900JS BQ00650900JS BQ00700900JS BQ00750900JS BQ00800900JS BQ00850900JS

950 BQ00200950JS BQ00250950JS BQ00300950JS BQ00350950JS BQ00400950JS BQ00450950JS BQ00500950JS BQ00550950JS BQ00600950JS BQ00650950JS BQ00700950JS BQ00750950JS BQ00800950JS BQ00850950JS BQ00900950JS BQ00950950JS

1000 BQ02001000JS BQ02501000JS BQ03001000JS BQ03501000JS BQ04001000JS BQ04501000JS BQ05001000JS BQ05501000JS BQ06001000JS BQ06501000JS BQ07001000JS BQ07501000JS BQ08001000JS BQ08501000JS BQ09001000JS BQ09501000JS

1050 BQ02001050JS BQ02501050JS BQ03001050JS BQ03501050JS BQ04001050JS BQ04501050JS BQ05001050JS BQ05501050JS BQ06001050JS BQ06501050JS BQ07001050JS BQ07501050JS BQ08001050JS BQ08501050JS BQ09001050JS BQ09501050JS BQ10001050JS BQ10501050JS

1100 BQ02001100JS BQ02501100JS BQ03001100JS BQ03501100JS BQ04001100JS BQ04501100JS BQ05001100JS BQ05501100JS BQ06001100JS BQ06501100JS BQ07001100JS BQ07501100JS BQ08001100JS BQ08501100JS BQ09001100JS BQ09501100JS BQ10001100JS BQ10501100JS

1150 BQ02001150JS BQ02501150JS BQ03001150JS BQ03501150JS BQ04001150JS BQ04501150JS BQ05001150JS BQ05501150JS BQ06001150JS BQ06501150JS BQ07001150JS BQ07501150JS BQ08001150JS BQ08501150JS BQ09001150JS BQ09501150JS BQ10001150JS BQ10501150JS BQ11001150JS BQ11501150JS

1200 BQ02001200JS BQ02501200JS BQ03001200JS BQ03501200JS BQ04001200JS BQ04501200JS BQ05001200JS BQ05501200JS BQ06001200JS BQ06501200JS BQ07001200JS BQ07501200JS BQ08001200JS BQ08501200JS BQ09001200JS BQ09501200JS BQ10001200JS BQ10501200JS BQ11001200JS BQ11501200JS

JOIN SYSTEM STANDARD RECTANGULAR S=15
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BQ00200250JS BQ00250250JS

300 BQ00200300JS BQ00250300JS

350 BQ00200350JS BQ00250350JS BQ00300350JS BQ00350350JS

400 BQ00200400JS BQ00250400JS BQ00300400JS BQ00350400JS

450 BQ00200450JS BQ00250450JS BQ00300450JS BQ00350450JS BQ00400450JS BQ00450450JS

500 BQ00200500JS BQ00250500JS BQ00300500JS BQ00350500JS BQ00400500JS BQ00450500JS

550 BQ00200550JS BQ00250550JS BQ00300550JS BQ00350550JS BQ00400550JS BQ00450550JS BQ00500550JS BQ00550550JS

600 BQ00200600JS BQ00250600JS BQ00300600JS BQ00350600JS BQ00400600JS BQ00450600JS BQ00500600JS BQ00550600JS

650 BQ00200650JS BQ00250650JS BQ00300650JS BQ00350650JS BQ00400650JS BQ00450650JS BQ00500650JS BQ00550650JS BQ00600650JS BQ00650650JS

700 BQ00200700JS BQ00250700JS BQ00300700JS BQ00350700JS BQ00400700JS BQ00450700JS BQ00500700JS BQ00550700JS BQ00600700JS BQ00650700JS

750 BQ00200750JS BQ00250750JS BQ00300750JS BQ00350750JS BQ00400750JS BQ00450750JS BQ00500750JS BQ00550750JS BQ00600750JS BQ00650750JS BQ00700750JS BQ00750750JS

800 BQ00200800JS BQ00250800JS BQ00300800JS BQ00350800JS BQ00400800JS BQ00450800JS BQ00500800JS BQ00550800JS BQ00600800JS BQ00650800JS BQ00700800JS BQ00750800JS

850 BQ00200850JS BQ00250850JS BQ00300850JS BQ00350850JS BQ00400850JS BQ00450850JS BQ00500850JS BQ00550850JS BQ00600850JS BQ00650850JS BQ00700850JS BQ00750850JS BQ00800850JS BQ00850850JS

900 BQ00200900JS BQ00250900JS BQ00300900JS BQ00350900JS BQ00400900JS BQ00450900JS BQ00500900JS BQ00550900JS BQ00600900JS BQ00650900JS BQ00700900JS BQ00750900JS BQ00800900JS BQ00850900JS

950 BQ00200950JS BQ00250950JS BQ00300950JS BQ00350950JS BQ00400950JS BQ00450950JS BQ00500950JS BQ00550950JS BQ00600950JS BQ00650950JS BQ00700950JS BQ00750950JS BQ00800950JS BQ00850950JS BQ00900950JS BQ00950950JS

1000 BQ02001000JS BQ02501000JS BQ03001000JS BQ03501000JS BQ04001000JS BQ04501000JS BQ05001000JS BQ05501000JS BQ06001000JS BQ06501000JS BQ07001000JS BQ07501000JS BQ08001000JS BQ08501000JS BQ09001000JS BQ09501000JS

1050 BQ02001050JS BQ02501050JS BQ03001050JS BQ03501050JS BQ04001050JS BQ04501050JS BQ05001050JS BQ05501050JS BQ06001050JS BQ06501050JS BQ07001050JS BQ07501050JS BQ08001050JS BQ08501050JS BQ09001050JS BQ09501050JS BQ10001050JS BQ10501050JS

1100 BQ02001100JS BQ02501100JS BQ03001100JS BQ03501100JS BQ04001100JS BQ04501100JS BQ05001100JS BQ05501100JS BQ06001100JS BQ06501100JS BQ07001100JS BQ07501100JS BQ08001100JS BQ08501100JS BQ09001100JS BQ09501100JS BQ10001100JS BQ10501100JS

1150 BQ02001150JS BQ02501150JS BQ03001150JS BQ03501150JS BQ04001150JS BQ04501150JS BQ05001150JS BQ05501150JS BQ06001150JS BQ06501150JS BQ07001150JS BQ07501150JS BQ08001150JS BQ08501150JS BQ09001150JS BQ09501150JS BQ10001150JS BQ10501150JS BQ11001150JS BQ11501150JS

1200 BQ02001200JS BQ02501200JS BQ03001200JS BQ03501200JS BQ04001200JS BQ04501200JS BQ05001200JS BQ05501200JS BQ06001200JS BQ06501200JS BQ07001200JS BQ07501200JS BQ08001200JS BQ08501200JS BQ09001200JS BQ09501200JS BQ10001200JS BQ10501200JS BQ11001200JS BQ11501200JS

JOIN SYSTEM 165



PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM TO SIZE
(VASISTAS OPENING)

STANDARD S=15

S=15

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
removable door bottom-hung on 
long side

(area in sq.cm2)
d 15

16 kg/mq suspended ceiling 
wall

BT00300400JS 900/1600 1 piece

BT00400500JS 1601/2500 1 piece

BT00500600JS 2501/3600 1 piece

BT00600700JS 3601/4900 1 piece

BT00700800JS 4901/6400 1 piece

BT00800900JS 6401/8100 1 piece

BT09001000JS 8101/10000 1 piece

BT10001100JS 10001/12100 1 piece

BT11001200JS 12101/14400 1 piece

maximum dimensions 1200x1200 - may be fitted with water-resistant panel upon request
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM STANDARD SQUARE
(VASISTAS OPENING)

STANDARD S=25

S=25

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection
hatch with standard panel,
removable bottom-hung door

net clearance LxL
d 25

suspended ceiling 
wall

BX00200200JS 200x200 1.67 1 piece

BX00300300JS 300x300 3.43 1 piece

BX00400400JS 400x400 5.40 1 piece

BX00500500JS 500x500 7.70 1 piece

BX00600600JS 600x600 10.38 1 piece

BX00700700JS 700x700 15.77 1 piece

BX00800800JS 800x800 20.20 1 piece

BX00900900JS 900x900 23.46 1 piece

may be fitted with water-resistant panel upon request

axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10

25 “L” (net clearance) 25

25
“L

” 
(n

et
 c

le
ar

an
ce

)
25

total width = "L"+25+25

to
ta

l w
id

th
 =

"L
"+

25
+

25

25
,5

“L” (net clearance)

25
,5
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM STANDARD RECTANGULAR
(VASISTAS OPENING)

STANDARD S=25

S=25

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
removable door bottom-hung
on long side

net clearance L1 x L
s 25

25 kg/mq suspended ceiling 
wall

PAGES 176-177 1 piece

may be fitted with water-resistant panel upon request

axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10

25 “L” (net clearance) 25

25
“L

” 
(n

et
 c

le
ar

an
ce

)
25

total width = "L"+25+25

to
ta

l w
id

th
 

"L
"+

25
+

25

25
,5

“L” (net clearance)

25
,5
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BX00200250JS BX00250250JS

300 BX00200300JS BX00250300JS

350 BX00200350JS BX00250350JS BX00300350JS BX00350350JS

400 BX00200400JS BX00250400JS BX00300400JS BX00350400JS

450 BX00200450JS BX00250450JS BX00300450JS BX00350450JS BX00400450JS BX00450450JS

500 BX00200500JS BX00250500JS BX00300500JS BX00350500JS BX00400500JS BX00450500JS

550 BX00200550JS BX00250550JS BX00300550JS BX00350550JS BX00400550JS BX00450550JS BX00500550JS BX00550550JS

600 BX00200600JS BX00250600JS BX00300600JS BX00350600JS BX00400600JS BX00450600JS BX00500600JS BX00550600JS

650 BX00200650JS BX00250650JS BX00300650JS BX00350650JS BX00400650JS BX00450650JS BX00500650JS BX00550650JS BX00600650JS BX00650650JS

700 BX00200700JS BX00250700JS BX00300700JS BX00350700JS BX00400700JS BX00450700JS BX00500700JS BX00550700JS BX00600700JS BX00650700JS

750 BX00200750JS BX00250750JS BX00300750JS BX00350750JS BX00400750JS BX00450750JS BX00500750JS BX00550750JS BX00600750JS BX00650750JS BX00700750JS BX00750750JS

800 BX00200800JS BX00250800JS BX00300800JS BX00350800JS BX00400800JS BX00450800JS BX00500800JS BX00550800JS BX00600800JS BX00650800JS BX00700800JS BX00750800JS

850 BX00200850JS BX00250850JS BX00300850JS BX00350850JS BX00400850JS BX00450850JS BX00500850JS BX00550850JS BX00600850JS BX00650850JS BX00700850JS BX00750850JS BX00800850JS BX00850850JS

900 BX00200900JS BX00250900JS BX00300900JS BX00350900JS BX00400900JS BX00450900JS BX00500900JS BX00550900JS BX00600900JS BX00650900JS BX00700900JS BX00750900JS BX00800900JS BX00850900JS

950

1000

1050

1100

1150

1200

JOIN SYSTEM STANDARD RECTANGULAR S=25

L1

L
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200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200

200

250 BX00200250JS BX00250250JS

300 BX00200300JS BX00250300JS

350 BX00200350JS BX00250350JS BX00300350JS BX00350350JS

400 BX00200400JS BX00250400JS BX00300400JS BX00350400JS

450 BX00200450JS BX00250450JS BX00300450JS BX00350450JS BX00400450JS BX00450450JS

500 BX00200500JS BX00250500JS BX00300500JS BX00350500JS BX00400500JS BX00450500JS

550 BX00200550JS BX00250550JS BX00300550JS BX00350550JS BX00400550JS BX00450550JS BX00500550JS BX00550550JS

600 BX00200600JS BX00250600JS BX00300600JS BX00350600JS BX00400600JS BX00450600JS BX00500600JS BX00550600JS

650 BX00200650JS BX00250650JS BX00300650JS BX00350650JS BX00400650JS BX00450650JS BX00500650JS BX00550650JS BX00600650JS BX00650650JS

700 BX00200700JS BX00250700JS BX00300700JS BX00350700JS BX00400700JS BX00450700JS BX00500700JS BX00550700JS BX00600700JS BX00650700JS

750 BX00200750JS BX00250750JS BX00300750JS BX00350750JS BX00400750JS BX00450750JS BX00500750JS BX00550750JS BX00600750JS BX00650750JS BX00700750JS BX00750750JS

800 BX00200800JS BX00250800JS BX00300800JS BX00350800JS BX00400800JS BX00450800JS BX00500800JS BX00550800JS BX00600800JS BX00650800JS BX00700800JS BX00750800JS

850 BX00200850JS BX00250850JS BX00300850JS BX00350850JS BX00400850JS BX00450850JS BX00500850JS BX00550850JS BX00600850JS BX00650850JS BX00700850JS BX00750850JS BX00800850JS BX00850850JS

900 BX00200900JS BX00250900JS BX00300900JS BX00350900JS BX00400900JS BX00450900JS BX00500900JS BX00550900JS BX00600900JS BX00650900JS BX00700900JS BX00750900JS BX00800900JS BX00850900JS

950

1000

1050

1100

1150

1200
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PLASTERBOARD INSPECTION HATCHES
JOIN SYSTEM TO SIZE
(VASISTAS OPENING)

STANDARD S=25

S=25

Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
removable door bottom-hung on 
long side

(area in sq.cm2)
d 25

25 kg/mq suspended ceiling 
wall

BY00300400JS 900/1600 1 piece

BY00400500JS 1601/2500 1 piece

BY00500600JS 2501/3600 1 piece

BY00600700JS 3601/4900 1 piece

BY00700800JS 4901/6400 1 piece

BY00800900JS 6401/8100 1 piece

maximum dimensions 900 x 900 - may be fitted with water-resistant panel upon request
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INSPECTION HATCHES 
BIG DOOR

5

174 



STRENGTHS

1— Self-supporting aluminium tube frame.

2— Wall application.

3— Lateral attachment on the C-stud.

4— Product structured for large openings.

5— Smooth cavity entrance surfaces.

6— Applicable on covering thickness of 12.5-15-25 mm.

7— Non-removable door with rotating opening up to 165°.

DETAIL A DETAIL B

A B

BIG DOOR Section
scale 1:5

scale 1:2 scale 1:2

3

7

4

4

2 1

6
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PLASTERBOARD INSPECTION BIG DOOR
(NON-REMOVABLE DOOR, ROTATES TO OPEN TO 165°)

STANDARD S=12,5-15-25
Item Description Dimension and thickness Weight per package Application Sales unit

plasterboard inspection hatch
with standard panel,
non-removable door,
rotates to open to 165°

net clearance  BxH
S 12.5-15-25

wall

BD004001400 400x1400 9.29 1 piece

BD006001600 600x1600 15.92 1 piece

BD008001800 800x1800 23.89 1 piece

BD010002000 1000x2000 33.18 1 piece

may be fitted with water-resistant panel upon request

axonometric view - opened 165° scale 1:20
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total width =
door clearance  “B” + 60mm

door clearance  “B”

A B
do

or
 c

le
ar

an
ce

 “
H”

to
ta

l w
id

th
 =

 d
oo

r c
le

ar
an

ce
  “

H”
 +

 6
0m

m

70

12
,5

2

30

detail A scale 1:2 detiail B scale 1:2

70

door clearance  “B” 30

total width = door clearance  “B” + 60mm

front view scale 1:20 side view scale 1:20

plan view scale 1:20

partial plan view scale 1:2
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INSPECTION HATCHES 
WHITE BOX
MADE OF SHEET METAL PAINTED WHITE 

2

1

178 



STRENGTHS

1— Visible surfaces.

2— RAL 9016 white lacquered surface finish.

3— Applicable on covering thickness of 12.5-15-25 mm.

4— Removable door with rotating opening.

3

4
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INSPECTION HATCHES MADE OF SHEET METAL PAINTED WHITE

STANDARD S=12,5 - 15 - 25
Item Description Dimension and thickness Weight per package Application Sales unit

inspection hatch
made of sheet metal
painted white, rotates
to open, removable door

net clearance LxL
s 12.5-15-25

suspended ceiling 
wall

BW00200200 200x200 0.54 1 piece

BW00300300 300x300 1.10 1 piece

BW00400400 400x400 1.60 1 piece

BW00500500 500x500 2.80 1 piece

BW00600600 600x600 3.80 1 piece

“L” (net clearance)

15

25

“L” (net clearance)

total width “L”+20+20

to
ta

l w
id

th
 “

L”
+

20
+

20

20 20

“L
” 

(n
et

 c
le

ar
an

ce
)

20
20

axonometric view (closed) scale 1:10 axonometric view (opened) scale 1:10

plan view (closed) scale 1:10 section (opened) scale 1:10
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STEEL PROFILES
FLASHLINE HARD

2

2
6
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STRENGTHS

1— Product CE marked, in compliance with European standard EN 14195 (quality 
of raw materials type DX51D+Z100 MAC), and EN 13964 (mechanical resistance to 
deflection in ceiling applications).

2— Pronounced longitudinal ribbing provides a more rigid structure (improving 
mechanical performance).

3— Surfaces to be fastened are milled for texture (to facilitate perforation by screws).

4— Pallets packaged with wooden slats (for easier handling).

5— Each product is labelled with a bar code.

6—  Wide selection of products for 0.6 - 0.8 - 1 mm thicknesses.

1

4 3 5
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500 500

1

5

6

3

2

4
7

6

A

A

B

B

section B-B
(1:10)

section A-A
(1:10)

ASSEMBLY DIAGRAMAXONOMETRIC VIEW FOR METALSTAMPI PRODUCTS
STEEL PROFILES FOR WALL AND SUSPENDED CEILING 

600 600 600

Pos. Description Code

1 U-TRACK U/40/75/40/0.6 PU75403000

2 U-TRACK U/30/28/30 PU28303000

3 C-STUD C/27/60/27 PC60273000BI

4 C-STUD C/50/74/47/3000/0.6 PC75503000

5 SLAB

6 PLASTERBOARD COVERING

7 WALLS
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500 500

1

5

6

3

2

4
7

6

A

A

B

B

section B-B
(1:10)

section A-A
(1:10)

ASSEMBLY DIAGRAMAXONOMETRIC VIEW FOR METALSTAMPI PRODUCTS
STEEL PROFILES FOR WALL AND SUSPENDED CEILING 

600 600 600
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U-TRACK 0.6 MM
28/16/28 - 30/28/30 EN 13964

EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/28/16/28 b 16
h 28
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

160 total pieces
20 package
with 8 pieces each

PU16283000 U/28/16/28/3000/0.6 l 3000 156.00 480.00

PU16284000 U/28/16/28/4000/0.6 l 4000 208.00 640.00

0,6

28

16

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/30/28/30 b 28
h 30
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

300 total pieces
25 package
with 12 pieces each

PU28303000 U/30/28/30/3000/0.6 l 3000 431.57 900.00

PU28304000 U/30/28/30/4000/0.6 l 4000 575.43 1200.00

0,6

30

28

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/48/28/30 b 28
h 48
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

320 total pieces
20 package
with 16 pieces each

PU28483000 U/30/28/48/3000/0.6 l 3000 480.00 960.00

axonometric view scale 1:2 front view scale 1:2

30

0,6

48

28

pitch 500

6

16
 - 

28

L

profile drilling plan view scale 1:2
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C-STUD 0.6 MM
15/48/15 BA-BS - 27/48/27 BA-BS - 27/60/27 BI-BA EN 13964

EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud with rounded
edge C/15/48/15

b 48
h 15
s 0.6

suspended ceiling
double wall

192 total pieces
24 package
with 8 pieces each

PC50153000BA C/15/48/15/3000/0.6 l 3000 255.06 576.00

PC50154000BA C/15/48/15/4000/0.6 l 4000 340.08 768.00

0,6

48

15

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud with flattened
edge C/15/48/15

b 48
h 15
s 0.6

suspended ceiling
double wall

192 total pieces
24 package
with 8 pieces each

PC50153000BS C/15/48/15/3000/0.6 l 3000 255.06 576.00

PC50154000BS C/15/48/15/4000/0.6 l 4000 340.08 768.00

0,6

48

15

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud with rounded
edge C/27/48/27

b 48
h 27
s 0.6

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PC50272800BA C/27/48/27/2800/0.6 l 2800 185.06 336.00

PC50273000BA C/27/48/27/3000/0.6 l 3000 198.29 360.00

PC50273500BA C/27/48/27/3500/0.6 l 3500 231.20 420.00

PC50274000BA C/27/48/27/4000/0.6 l 4000 264.38 480.00

PC50275000BA C/27/48/27/5000/0.6 l 5000 330.48 600.00

0,6

48

27

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud with flattened
edge C/27/48/27

b 48
h 27
s 0.6

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PC50273000BS C/27/48/27/3000/0.6 l 3000 198.29 360.00

PC50273500BS C/27/48/27/3500/0.6 l 3500 231.20 420.00

PC50274000BS C/27/48/27/4000/0.6 l 4000 264.38 480.00

0,6

48

27

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C- stud with angled
edge C/27/60/27

b 60
h 27
s 0.6

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PC60273000BI C/27/60/27/3000/0.6 l 3000 206.06 360.00

PC60274000BI C/27/60/27/4000/0.6 l 4000 274.75 480.00

0,6

60

27

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C- stud C/27/60/27
rounded edge

b 60
h 27
s 0.6

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PC60273000BA C/27/60/27/3000/0.6 l 3000 206.06 360.00

PC60274000BA C/27/60/27/4000/0.6 l 4000 274.75 480.00

axonometric view scale 1:5 front view scale 1:2

27

0,6

60
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CLICK-ON U-TRACK U 0.7 MM
40/28/40 BA EN 13964

EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

click-on U-track
U/40/28/40
with rounded edge

b 28
h 40
s 0.7

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PU28403000BA U/40/28/40/3000/0.7 l 3000 205.74 360.00

PU28404000BA U/40/28/40/4000/0.7 l 4000 273.60 480.00

32

28

0,7

40

50 50 50

Ø8Ø8 3030

1032

50

25

15,9

8,841,2 11

15 5 14
16

10

Ø8

25

axonometric view scale 1:5 front view scale 1:2

profile drilling plan view scale 1:2

profile drilling side view scale 1:2
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W OMEGA PROFILE
0.6 MM EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

W omega profile b 42
h 15
s 0.6

double wall 200 pcs total
20 package 
with 10 pieces each

PW42153000 W/12/15/42/15/12/75
3000/0.6 - h 15

l 3000 240.00 600.00

axonometric view scale 1:5 front view scale 1:2

75

0,
6

15

42

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

W omega profile b 42
h 20
s 0.6

double wall 200 pcs total
20 package 
with 10 pieces each

PW42203000 W/12/20/42/20/12/75
3000/0.6 - h 20

l 3000 256.00 600.00

axonometric view scale 1:5 front view scale 1:2

750,
6

20

42

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

W omega profile b 42
h 27
s 0.6

double wall 200 pcs total
20 package 
with 10 pieces each

PW42273000 W/12/27/42/27/12/75
3000/0.6 - h 27

l 3000 288.00 600.00

axonometric view scale 1:5 front view scale 1:2

750,
6

27

42

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

W omega profile b 42
h 36
s 0.6

double wall 200 pcs total
20 package 
with 10 pieces each

PW42363000 W/12/36/42/36/12/75
3000/0.6 - h 36

l 3000 304.00 600.00

axonometric view scale 1:5 front view scale 1:2

750,
6

36

42
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

W omega profile b 60
h 15.5
s 0.6

double wall 300 pcs total
30 package 
with 10 pieces each

PW60154000 W/11/15.5/60/15.5/11/82
40000/0.6

l 4000 672.00 1200

axonometric view scale 1:5 front view scale 1:2

60 15
,5

82

0,
6

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

W omega profile b 60
h 28
s 0.6

double wall 360 pcs total
36 package 
with 10 pieces each

PW60284000 W/25/28/60/28/25/118
4000/0.6

l 4000 993.60 1440

axonometric view scale 1:5 front view scale 1:2

28

118

0,
6

60

U-TRACK 0.6 MM
28/16/28 - 28/21/28 - 30/28/30 - 30/37/30 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/28/16/28
h 16

b 16
h 28
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

160 pcs total
20 package 
with 8 pieces each

PU16283000 U/28/16/28/3000/0.6 l 3000 156.00 480.00

0,6

28

16

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/28/21/28
h 21

b 21
h 28
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

240 pcs total
20 package 
with 12 pieces each

PU21283000 U/28/21/28/3000/0.6 l 3000 267.00 720.00

axonometric view scale 1:5 front view scale 1:2

28

21

0,6

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/30/28/30
h 28

b 28
h 30
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

300 pcs total
25 package 
with 12 pieces each

PU28303000 U/30/28/30/3000/0.6 l 3000 431.57 900.00

0,6

30

28

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/30/37/30
h 37

b 37
h 30
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

240 pcs total
20 package 
with 12 pieces each

PU37303000 U/30/37/30/3000/0.6 l 3000 318.00 720.00

axonometric view scale 1:5 front view scale 1:2

30

37

0,6

U-TRACK 0.6 MM
40/50/40 - 40/55/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/50/40 b 50
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU50403000 U/40/50/40/3000/0.6 l 3000 213.84 360.00

PU50404000 U/40/50/40/4000/0.6 l 4000 285.12 480.00

axonometric view scale 1:5 front view scale 1:2

50

40

0,6
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/55/40 b 55
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU55403000 U/40/55/40/3000/0.6 l 3000 223.20 360.00

PU55404000 U/40/55/40/4000/0.6 l 4000 297.60 480.00

axonometric view scale 1:5 front view scale 1:2

55

40
0,6

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/75/40 b 75
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU75403000 U/40/75/40/3000/0.6 l 3000 256.61 360.00

PU75404000 U/40/75/40/4000/0.6 l 4000 342.14 480.00

75

40

0,6

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/100/40 b 100
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU100403000 U/40/100/40/3000/0.6 l 3000 295.49 360.00

PU100404000 U/40/100/40/4000/0.6 l 4000 393.98 480.00

100

40

0,6

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/125/40 b 125
h 40
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU125403000 U/40/125/40/3000/0.6 l 3000 228.00 240.00

PU125404000 U/40/125/40/4000/0.6 l 4000 304.00 320.00

125

40

0,6

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/150/40 b 150
h 40
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU150403000 U/40/150/40/3000/0.6 l 3000 256.80 240.00

PU150404000 U/40/150/40/4000/0.6 l 4000 342.40 320.00

150

40

0,6

50
 - 

75
 -1

00
 - 

12
5 

- 1
50

pitch 500
6

L

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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U-TRACK 0.8-1 MM
EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track
H 90
S 0.8

b 50-75-100-125-150
h 90
s 0.8

double wall
dividing wall

4 total pieces

PU50903000.8 U/90/50/90/3000/0.8 l 3000 15.12 12.00

PU75903000.8 U/90/75/90/3000/0.8 l 3000 16.80 12.00

PU100903000.8 U/90/100/90/3000/0.8 l 3000 18.48 12.00

PU125903000.8 U/90/125/90/3000/0.8 l 3000 20.16 12.00

PU150903000.8 U/90/150/90/3000/0.8 l 3000 21.72 12.00

0,8

90

50 - 75 - 100 - 125 - 150

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track
H 100
S 1

b 50-75-100-125-150
h 100
s 1

double wall
dividing wall

4 total pieces

PU501003000.1 U/100/50/100/3000/1 l 3000 23.52 12.00

PU751003000.1 U/100/75/100/3000/1 l 3000 25.92 12.00

PU1001003000.1 U/100/100/100/3000/1 l 3000 28.32 12.00

PU1251003000.1 U/100/125/100/3000/1 l 3000 30.60 12.00

PU1501003000.1 U/100/150/100/3000/1 l 3000 33.00 12.00

1

10
0

50 - 75 - 100 - 125 - 150

axonometric view scale 1:5 front view scale 1:2
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C-STUD 0.6 MM
50/49/47 - 50/54/47 - 50/74/47 - 50/99/47 - 50/124/47 - 50/149/47 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/49/47 b 49
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC50502500 C/50/49/47/2500/0.6 l 2500 223.56 300.00

PC50502700 C/50/49/47/2700/0.6 l 2700 241.45 324.00

PC50502800 C/50/49/47/2800/0.6 l 2800 250.39 336.00

PC50503000 C/50/49/47/3000/0.6 l 3000 268.27 360.00

PC50503200 C/50/49/47/3200/0.6 l 3200 286.16 384.00

PC50503500 C/50/49/47/3500/0.6 l 3500 312.98 420.00

PC50504000 C/50/49/47/4000/0.6 l 4000 357.70 480.00

PC50504500 C/50/49/47/4500/0.6 l 4500 402.41 540.00

PC50505000 C/50/49/47/5000/0.6 l 5000 447.12 600.00

PC50506000 C/50/49/47/6000/0.6 l 6000 536.54 720.00

other lengths upon request

0,6

50 47

49

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/54/47 b 54
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC55503000 C/50/54/47/3000/0.6 l 3000 280.80 360.00

PC55504000 C/50/54/47/4000/0.6 l 4000 374.40 480.00

other lengths upon request

axonometric view scale 1:5 front view scale 1:2

50 47

54

0,6
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/74/47 b 74
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC75502500 C/50/74/47/2500/0.6 l 2500 259.20 300.00

PC75502700 C/50/74/47/2700/0.6 l 2700 280.00 324.00

PC75502800 C/50/74/47/2800/0.6 l 2800 290.30 336.00

PC75503000 C/50/74/47/3000/0.6 l 3000 311.04 360.00

PC75503200 C/50/74/47/3200/0.6 l 3200 362.88 384.00

PC75503500 C/50/74/47/3500/0.6 l 3500 414.72 420.00

PC75504000 C/50/74/47/4000/0.6 l 4000 466.56 480.00

PC75504500 C/50/74/47/4500/0.6 l 4500 518.40 540.00

PC75505000 C/50/74/47/5000/0.6 l 5000 570.24 600.00

PC75505500 C/50/74/47/5500/0.6 l 5500 570.24 660.00

PC75506000 C/50/74/47/6000/0.6 l 6000 622.08 720.00

other lengths upon request

74

0,6

50 47

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/99/47 b 99
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC100502500 C/50/99/47/2500/0.6 l 2500 294.00 300.00

PC100502800 C/50/99/47/2800/0.6 l 2800 329.28 336.00

PC100503000 C/50/99/47/3000/0.6 l 3000 353.81 360.00

PC100503200 C/50/99/47/3200/0.6 l 3200 377.40 384.00

PC100503500 C/50/99/47/3500/0.6 l 3500 411.60 420.00

PC100504000 C/50/99/47/4000/0.6 l 4000 471.74 480.00

PC100504500 C/50/99/47/4500/0.6 l 4500 529.30 540.00

PC100505000 C/50/99/47/5000/0.6 l 5000 588.00 600.00

PC100505500 C/50/99/47/5500/0.6 l 5500 646.80 660.00

PC100506000 C/50/99/47/6000/0.6 l 6000 705.60 720.00

other lengths upon request

0,6

47

99

50

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/124/47 b 124
h 50
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC125503000 C/50/124/47/3000/0.6 l 3000 266.40 240.00

PC125504000 C/50/124/47/4000/0.6 l 4000 355.20 320.00

PC125505000 C/50/124/47/5000/0.6 l 5000 444.00 400.00

PC125506000 C/50/124/47/6000/0.6 l 6000 532.80 480.00

other lengths upon request

0,6

124

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/149/47 b 149
h 50
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC150503000 C/50/149/47/3000/0.6 l 3000 292.80 240.00

PC150504000 C/50/149/47/4000/0.6 l 4000 390.40 320.00

PC150505000 C/50/149/47/5000/0.6 l 5000 488.00 400.00

PC150506000 C/50/149/47/6000/0.6 l 6000 585.60 480.00

other lengths upon request

149

0,6

50 47

49
 - 

74
 - 

99
 - 

12
4 

- 1
49

250 250

55 55

L

Ø33 Ø33 Ø33 Ø33

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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L ANGLE 0.6 MM
30/30 - 40/40 - 50/50 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

PL30303000 L angle 30/30 L/30/30/3000/0.6 b 30
h 30
s 0.6
l 3000

8.40 30.00 double wall
dividing wall

10 total pieces

PL40403000 L angle 30/30 L/40/40/3000/0.6 b 40
h 40
s 0.6
l 3000

11.10 30.00 double wall
dividing wall

10 total pieces

PL50503000 L angle 30/30 L/50/50/3000/0.6 b 50
h 50
s 0.6
l 3000

14.40 30.00 double wall
dividing wall

10 total pieces

0,6
30

30

0,6

40

40

0,6

50

50

axonometric view scale 1:5 front view scale 1:2 front view scale 1:2 front view scale 1:2

90° CORNER BEAD
L/30/30 EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

90° corner bead
L/30/30

b 30
h 30
s 0.5

suspended ceiling
double wall
dividing wall

500 pcs total
50 package 
with 10 pieces each

PF3030.90 L/30/30/3000/0.5 l 3000 252.00 1500.00

other lengths upon request

0,5

30

30

axonometric view scale 1:5 front view scale 1:2
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U-TRACK 0.8 MM
40/50/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/50/40 b 50
h 40
s 0.8

double wall
dividing wall

15 package
with 8 pieces each

PU50403000.8 U/40/50/40/3000/0.8 l 3000 288.00 360.00

PU50404000.8 U/40/50/40/4000/0.8 l 4000 384.00 480.00

0,8

50

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/75/40 b 75
h 40
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU75403000.8 U/40/75/40/3000/0.8 l 3000 342.00 360.00

PU75404000.8 U/40/75/40/4000/0.8 l 4000 456.00 480.00

0,8

75

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/100/40 b 100
h 40
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU100403000.8 U/40/100/40/3000/0.8 l 3000 399.60 360.00

PU100404000.8 U/40/100/40/4000/0.8 l 4000 532.80 480.00

0,8

40

100

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/125/40 b 125
h 40
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU125403000.8 U/40/125/40/3000/0.8 l 3000 304.80 240.00

PU125404000.8 U/40/125/40/4000/0.8 l 4000 406.40 320.00

0,8

125

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/150/40 b 150
h 40
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU150403000.8 U/40/150/40/3000/0.8 l 3000 343.20 240.00

PU150404000.8 U/40/150/40/4000/0.8 l 4000 457.60 320.00

0,8

150

40

axonometric view scale 1:5 front view scale 1:2

C-STUD 0.8 MM
50/49/47 - 50/74/47 - 50/99/47 - 50/124/47 - 50/149/47 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/49/47 b 49
h 50
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC50503000.8 C/50/49/47/3000/0.8 l 3000 345.60 360.00

PC50504000.8 C/50/49/47/4000/0.8 l 4000 460.80 480.00

other lengths upon request

0,8

49

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/74/47 b 74
h 50
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC75503000.8 C/50/74/47/3000/0.8 l 3000 403.20 360.00

PC75504000.8 C/50/74/47/4000/0.8 l 4000 537.60 480.00

other lengths upon request

0,8

74

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/99/47 b 99
h 50
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC100503000.8 C/50/99/47/3000/0.8 l 3000 457.20 360.00

PC100504000.8 C/50/99/47/4000/0.8 l 4000 609.60 480.00

other lengths upon request

0,8

99

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/124/47 b 124
h 50
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC125503000.8 C/50/124/47/3000/0.8 l 3000 343.20 240.00

PC125504000.8 C/50/124/47/4000/0.8 l 4000 457.60 320.00

other lengths upon request

0,8

124

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/149/47 b 149
h 50
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC150503000.8 C/50/149/47/3000/0.8 l 3000 381.60 240.00

PC150504000.8 C/50/149/47/4000/0.8 l 4000 508.80 320.00

other lengths upon request

0,8

149

4750

Ø33

300

49
 - 

74
 - 

99
 - 

12
4 

- 1
49

300

L

Ø33

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2

U-TRACK 1 MM
40/50/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/50/40 b 50
h 40
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU50403000.1 U/40/50/40/3000/1 l 3000 387.24 360.00

PU50404000.1 U/40/50/40/4000/1 l 4000 516.33 480.00

1

40

50

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/75/40 b 75
h 40
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU75403000.1 U/40/75/40/3000/1 l 3000 462.67 360.00

PU75404000.1 U/40/75/40/4000/1 l 4000 616.89 480.00

1

40

75

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/100/40 b 100
h 40
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU100403000.1 U/40/100/40/3000/1 l 3000 540.43 360.00

PU100404000.1 U/40/100/40/4000/1 l 4000 720.58 480.00

1

40

100

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/125/40 b 125
h 40
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU125403000.1 U/40/125/40/3000/1 l 3000 410.83 240.00

PU125404000.1 U/40/125/40/4000/1 l 4000 548.12 320.00

1

40

125

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/150/40 b 150
h 40
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU150403000.1 U/40/150/40/3000/1 l 3000 410.83 240.00

PU150404000.1 U/40/150/40/4000/1 l 4000 615.86 320.00

1

40

150

axonometric view scale 1:5 front view scale 1:2

C-STUD 1 MM
50/49/47 - 50/74/47 - 50/99/47 - 50/124/47 - 50/149/47 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/49/47 b 49
h 50
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC50503000.1 C/50/49/47/3000/1 l 3000 466.56 360.00

PC50504000.1 C/50/49/47/4000/1 l 4000 622.10 480.00

other lengths upon request

49

1

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/74/47 b 74
h 50
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC75503000.1 C/50/74/47/3000/1 l 3000 543.15 360.00

PC75504000.1 C/50/74/47/4000/1 l 4000 724.20 480.00

other lengths upon request

74

1

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/99/47 b 99
h 50
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC100503000.1 C/50/99/47/3000/1 l 3000 619.74 360.00

PC100504000.1 C/50/99/47/4000/1 l 4000 825.81 480.00

other lengths upon request

99

1

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/124/47 b 124
h 50
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC125503000.1 C/50/124/47/3000/1 l 3000 463.97 240.00

PC125504000.1 C/50/124/47/4000/1 l 4000 618.28 320.00

other lengths upon request

124

1

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/149/47 b 149
h 50
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC150503000.1 C/50/149/47/3000/1 l 3000 514.77 240.00

PC150504000.1 C/50/149/47/4000/1 l 4000 686.36 320.00

other lengths upon request

149

1

4750

Ø33

300

49
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74
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99
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12
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- 1
49

300

L

Ø33

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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STEEL PROFILES
FLASHLINE HARD ZINC-MAGNESIUM

3

1

2

5
4
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STRENGTHS

1— Product CE marked, in compliance with European standard EN 14195 (quality 
of raw materials type DX51D+Z100 MAC), and EN 13964 (mechanical resistance to 
deflection in ceiling applications).

2— Use of steel with high corrosion resistance zinc-magnesium surface coating (on 
average 4 times more than the standard of equal coverage) obtained by particular 
production procedures with added magnesium.

3— Self-cicatrising power of zinc-coated steel in the cutting and drilling areas of the 
screws.

4— Pronounced longitudinal ribbing provides a more rigid structure (improving 
mechanical performance).

 
5— Surfaces to be fastened are milled for texture (to facilitate perforation by screws).

6— Wide selection of products for 0.6 - 0.8 - 1 mm thicknesses.

PRODUCT FEATURES
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paComparison between products and relative resistance in salt spray
product thickness

of covering

g/mq        μm

hours of resistance
in salt spray 
necessary for 
reaching
the red rust

absolute resistance
in ore/µm
of covering

hardness
of coating against 
scratching in HV

standard zinc

zinc-magnesium

Z 140        10

ZM 120       8

180

720

18

90

70

140-170

Salt spray test 500 hours standard 
zinc uncovered edges

Salt spray test 500 hours standard 
zinc-magnesium uncovered edges
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U-TRACK 0.6 MM
28/16/28 - 30/28/30 EN 13964

EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/28/16/28
zinc-magnesium

b 16
h 28
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

160 total pieces
20 package
with 8 pieces each

PU16283000ZM U/28/16/28/3000/0.6 l 3000 156.00 480.00

PU16284000ZM U/28/16/28/4000/0.6 l 4000 208.00 640.00

0,6

28

16

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/30/28/30
zinc-magnesium

b 28
h 30
s 0.6

suspended ceiling
(only perimeter U-track)

double wall

300 total pieces
25 package
with 12 pieces each

PU28303000ZM U/30/28/30/3000/0.6 l 3000 431.57 900.00

PU28304000ZM U/30/28/30/4000/0.6 l 4000 575.43 1200.00

0,6

30

28

axonometric view scale 1:5 front view scale 1:2

pitch 500

6

16
 - 

28

L

profile drilling plan view scale 1:2
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C-STUD 0.6 MM
15/48/15 BA-BS - 27/48/27 BA-BS - 27/60/27 BI EN 13964

EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud/15/48/15
rounded edge
zinc-magnesium

b 48
h 15
s 0.6

suspended ceiling
double wall

192 total pieces
24 package
with 8 pieces each

PC50153000BAZM C/15/48/15/3000/0.6 l 3000 255.06 576.00

PC50154000BAZM C/15/48/15/4000/0.6 l 4000 340.08 768.00

0,6

48

15

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/27/48/27
rounded edge
zinc-magnesium

b 48
h 27
s 0.6

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PC50273000BAZM C/27/48/27/3000/0.6 l 3000 198.29 360.00

PC50274000BAZM C/27/48/27/4000/0.6 l 4000 264.38 480.00

0,6

48

27

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/27/48/27
rounded edge
zinc-magnesium

b 60
h 27
s 0.6

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PC60273000BAZM C/27/60/27/3000/0.6 l 3000 206.06 360.00

PC60274000BAZM C/27/60/27/4000/0.6 l 4000 274.75 480.00

axonometric view scale 1:5 front view scale 1:2

27

0,6

60
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CLICK-ON U-TRACK U 0.8 MM
40/28/40 BA EN 13964

EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

click-on U-track U/40/28/40
rounded edge
zinc-magnesium

b 28
h 40
s 0.8

suspended ceiling
double wall

120 total pieces
15 package
with 8 pieces each

PU28403000BAZM U/40/28/40/3000/0.8 l 3000 234.00 360.00

PU28404000BAZM U/40/28/40/4000/0.8 l 4000 312.00 312.00

32

28

0,8

40

50 50 50

Ø8Ø8 3030

1032

50

25

15,9

8,841,2 11

15 5 14
16

10

Ø8

25

profile drilling plan view scale 1:2

profile drilling side view scale 1:2axonometric view scale 1:5 front view scale 1:2

U-TRACK 0.6 MM
40/50/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/50/40
zinc-magnesium

b 50
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU50403000ZM U/40/50/40/3000/0.6 l 3000 213.84 360.00

PU50404000ZM U/40/50/40/4000/0.6 l 4000 285.12 480.00

axonometric view scale 1:5 front view scale 1:2

50

40

0,6
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/75/40
zinc-magnesium

b 75
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU75403000ZM U/40/75/40/3000/0.6 l 3000 256.80 360.00

PU75404000ZM U/40/75/40/4000/0.6 l 4000 342.40 480.00

75

40

0,6

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/100/40
zinc-magnesium

b 100
h 40
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU100403000ZM U/40/100/40/3000/0.6 l 3000 295.49 360.00

PU100404000ZM U/40/100/40/4000/0.6 l 4000 393.98 480.00

100

40

0,6

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/125/40
zinc-magnesium

b 125
h 40
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU125403000ZM U/40/125/40/3000/0.6 l 3000 228.00 240.00

PU125404000ZM U/40/125/40/4000/0.6 l 4000 304.00 320.00

125

40

0,6

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/150/40
zinc-magnesium

b 150
h 40
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU150403000ZM U/40/150/40/3000/0.6 l 3000 256.80 240.00

PU150404000ZM U/40/150/40/4000/0.6 l 4000 342.40 320.00

150

40

0,6

50
 - 

75
 -1

00
 - 

12
5 

- 1
50

pitch 500
6

L

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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U-TRACK 1 MM
EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track
zinc-magnesium
H 100
S 1

b 50-75-100-125-150
h 100
s 1

double wall
dividing wall

4 total pieces

PU501003000ZM.1 U/100/50/100/3000/1 l 3000 23.52 12.00

PU751003000ZM.1 U/100/75/100/3000/1 l 3000 25.92 12.00

PU1001003000ZM.1 U/100/100/100/3000/1 l 3000 28.32 12.00

PU1251003000ZM.1 U/100/125/100/3000/1 l 3000 30.60 12.00

PU1501003000ZM.1 U/100/150/100/3000/1 l 3000 33.00 12.00

1

10
0

50 - 75 - 100 - 125 - 150

axonometric view scale 1:5 front view scale 1:2

C-STUD 0.6 MM
50/49/47 - 50/74/47 - 50/99/47 - 50/124/47 - 50/149/47 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/49/47
zinc-magnesium

b 49
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC50503000ZM C/50/49/47/3000/0.6 l 3000 268.27 360.00

PC50504000ZM C/50/49/47/4000/0.6 l 4000 357.70 480.00

other lengths upon request

0,6

50 47

49

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/74/47
zinc-magnesium

b 74
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC75503000ZM C/50/74/47/3000/0.6 l 3000 311.04 360.00

PC75504000ZM C/50/74/47/4000/0.6 l 4000 414.72 480.00

other lengths upon request

74

0,6

50 47

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/99/47
zinc-magnesium

b 99
h 50
s 0.6

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC100503000ZM C/50/99/47/3000/0.6 l 3000 353.81 360.00

PC100504000ZM C/50/99/47/4000/0.6 l 4000 471.74 480.00

other lengths upon request

0,6

47

99

50

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/124/47
zinc-magnesium

b 124
h 50
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC125503000ZM C/50/124/47/3000/0.6 l 3000 266.40 240.00

PC125504000ZM C/50/124/47/4000/0.6 l 4000 355.20 320.00

other lengths upon request

0,6

124

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/149/47
zinc-magnesium

b 149
h 50
s 0.6

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC150503000ZM C/50/149/47/3000/0.6 l 3000 292.80 240.00

PC150504000ZM C/50/149/47/4000/0.6 l 4000 390.40 320.00

other lengths upon request

149

0,6

50 47

49
 - 

74
 - 

99
 - 

12
4 

- 1
49

250 250

55 55

L

Ø33 Ø33 Ø33 Ø33

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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U-TRACK 0.8 MM
40/50/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/50/40
zinc-magnesium

b 50
h 40
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU50403000ZM.8 U/40/50/40/3000/0.8 l 3000 288.00 360.00

PU50404000ZM.8 U/40/50/40/4000/0.8 l 4000 384.00 480.00

0,8

50

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/75/40
zinc-magnesium

b 75
h 40
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU75403000ZM.8 U/40/75/40/3000/0.8 l 3000 342.00 360.00

PU75404000ZM.8 U/40/75/40/4000/0.8 l 4000 456.00 480.00

0,8

75

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/100/40
zinc-magnesium

b 100
h 40
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU100403000ZM.8 U/40/100/40/3000/0.8 l 3000 352.80 360.00

PU100404000ZM.8 U/40/100/40/4000/0.8 l 4000 399.80 480.00

0,8

40

100

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/125/40
zinc-magnesium

b 125
h 40
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU125403000ZM.8 U/40/125/40/3000/0.8 l 3000 304.80 240.00

PU125404000ZM.8 U/40/125/40/4000/0.8 l 4000 406.40 320.00

0,8

125

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/150/40
zinc-magnesium

b 150
h 40
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU150403000ZM.8 U/40/150/40/3000/0.8 l 3000 343.20 240.00

PU150404000ZM.8 U/40/150/40/4000/0.8 l 4000 457.60 320.00

0,8

150

40

axonometric view scale 1:5 front view scale 1:2
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C-STUD 0.8 MM
50/49/47 - 50/74/47 - 50/99/47 - 50/124/47 - 50/149/47 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/49/47
zinc-magnesium

b 49
h 50
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC50503000ZM.8 C/50/49/47/3000/0.8 l 3000 345.60 360.00

PC50504000ZM.8 C/50/49/47/4000/0.8 l 4000 460.80 480.00

other lengths upon request

0,8

49

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/74/47
zinc-magnesium

b 74
h 50
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC75503000ZM.8 C/50/74/47/3000/0.8 l 3000 403.20 360.00

PC75504000ZM.8 C/50/74/47/4000/0.8 l 4000 537.60 480.00

other lengths upon request

0,8

74

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/99/47
zinc-magnesium

b 99
h 50
s 0.8

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC100503000ZM.8 C/50/99/47/3000/0.8 l 3000 457.20 360.00

PC100504000ZM.8 C/50/99/47/4000/0.8 l 4000 609.60 480.00

other lengths upon request

0,8

99

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/124/47
zinc-magnesium

b 124
h 50
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC125503000ZM.8 C/50/124/47/3000/0.8 l 3000 343.20 240.00

PC125504000ZM.8 C/50/124/47/4000/0.8 l 4000 457.60 320.00

other lengths upon request

0,8

124

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/149/47
zinc-magnesium

b 149
h 50
s 0.8

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC150503000ZM.8 C/50/149/47/3000/0.8 l 3000 381.60 240.00

PC150504000ZM.8 C/50/149/47/4000/0.8 l 4000 508.80 320.00

other lengths upon request

0,8

149

4750

Ø33

300

49
 - 

74
 - 

99
 - 

12
4 

- 1
49

300

L

Ø33

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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U-TRACK 1 MM
40/50/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/50/40
zinc-magnesium

b 50
h 40
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU50403000ZM.1 U/40/50/40/3000/1 l 3000 387.24 360.00

PU50404000ZM.1 U/40/50/40/4000/1 l 4000 516.33 480.00

1

40

50

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/75/40
zinc-magnesium

b 75
h 40
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU75403000ZM.1 U/40/75/40/3000/1 l 3000 462.67 360.00

PU75404000ZM.1 U/40/75/40/4000/1 l 4000 616.89 480.00

1

40

75

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/100/40
zinc-magnesium

b 100
h 40
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PU100403000ZM.1 U/40/100/40/3000/1 l 3000 540.43 360.00

PU100404000ZM.1 U/40/100/40/4000/1 l 4000 720.58 480.00

1

40

100

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/125/40
zinc-magnesium

b 125
h 40
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU125403000ZM.1 U/40/125/40/3000/1 l 3000 410.83 240.00

PU125404000ZM.1 U/40/125/40/4000/1 l 4000 548.12 320.00

1

40

125

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

U-track U/40/150/40
zinc-magnesium

b 150
h 40
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PU150403000ZM.1 U/40/150/40/3000/1 l 3000 461.89 240.00

PU150404000ZM.1 U/40/150/40/4000/1 l 4000 615.86 320.00

1

40

150

axonometric view scale 1:5 front view scale 1:2
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C-STUD 1 MM
50/49/47 - 50/74/47 - 50/99/47 - 50/124/47 - 50/149/47 EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/49/47
zinc-magnesium

b 49
h 50
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC50503000ZM.1 C/50/49/47/3000/1 l 3000 466.56 360.00

PC50504000ZM.1 C/50/49/47/4000/1 l 4000 622.10 480.00

other lengths upon request

49

1

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/74/47
zinc-magnesium

b 74
h 50
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC75503000ZM.1 C/50/74/47/3000/1 l 3000 543.15 360.00

PC75504000ZM.1 C/50/74/47/4000/1 l 4000 724.20 480.00

other lengths upon request

74

1

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/99/47
zinc-magnesium

b 99
h 50
s 1

double wall
dividing wall

120 total pieces
15 package
with 8 pieces each

PC100503000ZM.1 C/50/99/47/3000/1 l 3000 619.74 360.00

PC100504000ZM.1 C/50/99/47/4000/1 l 4000 825.81 480.00

other lengths upon request

99

1

4750

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/124/47
zinc-magnesium

b 124
h 50
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC125503000ZM.1 C/50/124/47/3000/1 l 3000 463.97 240.00

PC125504000ZM.1 C/50/124/47/4000/1 l 4000 618.28 320.00

other lengths upon request

124

1

4750

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

C-stud C/50/149/47
zinc-magnesium

b 149
h 50
s 1

double wall
dividing wall

80 total pieces
20 package
with 4 pieces each

PC150503000ZM.1 C/50/149/47/3000/1 l 3000 514.77 240.00

PC150504000ZM.1 C/50/149/47/4000/1 l 4000 686.36 320.00

other lengths upon request

149

1

4750

Ø33

300

49
 - 

74
 - 

99
 - 

12
4 

- 1
49

300

L

Ø33

profile drilling plan view scale 1:2

axonometric view scale 1:5 front view scale 1:2
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STEEL PROFILES
FLASHLINE EAGLE

5

6

9

4

8
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STRENGTHS

1— Quick assembly with a simple click.

2— Elastic hanger in stainless steel for calibrated insertion in the 
main structures.

3— Possibility to disassemble the structures by simply applying 
thumb pressure.

4— Lab-tested connection between the intermediate profiles and 
main profile.

5— Anti-twist stiffening side seams.

6— Shaping calibrated on the heads of the intermediate profiles, 
ensuring optimal aesthetic results.

7— CE marking on the suspension kit, indicating the allowable load 
in compliance with EN 13964.

8— CE marking for mechanical resistance to bending, pursuant to 
EN 13964 for T-shaped profiles.

9— CE marking on yield strength, pursuant to EN 14195 for steel 
used in the manufacturing of T-shaped profiles.

7

2

3
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ASSEMBLY DIAGRAMAXONOMETRIC VIEW APPLICATION METALSTAMPI PRODUCTS
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Pos. Description Code

1 T STRUCTURE  T/38/24 - MAIN FRAMEWORK L=3700 PT38243700

2 T STRUCTURE  T/38/24 - SECONDARY FRAMEWORK L=1200 PT32241200

3 T STRUCTURE  T/38/24 - SECONDARY FRAMEWORK L=600 PT3224600

4 PERIMETER L PROFILE L/24/24/3000 L/24/24/3000

5 SLIDING SPRING CONNECTOR EVOLUTION T/38/24 605/P100

6 FLAT EYELET HANGER Ø3.9 L=250 MM 017/P100

7 MODULAR PANNEL 

8 SLAB

9 WALLS

FLASHLINE EAGLE 229



STRUCTURAL AND INTERMEDIATE PROFILES
T/38/24/3700 - T/32/24/1200 - T/32/24/600
T/38/15/3700 - T/38/15/1200 - T/38/15/600

EN 13964
EN 14195

Item Description Dimension and thickness Peso kg per bancale Ml per bancale Application Contenuto bancale

Structural profile  
T/38/24/3700

b 24
h 38
s 0.3-0.35

suspended ceiling

600 pcs total
24 package 
with 25 pieces / 92.5 
ml each 

PT38243700 T/38/24/3700 L 3700 780.00 2.220.00

axonometric view scale 1:2

38

38

4,5Ø6

detail B
scale 1:2

front view scale 1:20

3730

3700

100 100 100 100

50

1515

detail B

side view scale 1:1

38

24

5

0,35

10
,5

detail A

0,
35

0,
3detail A

scale 5:1

Item Description Dimension and thickness Peso kg per bancale Ml per bancale Application Contenuto bancale

Intermediate profile 
T/32/24/1200

b 24
h 32
s 0.3

suspended ceiling

1500 pcs total
20 package 
with 75 pieces / 90 
ml each 

PT32241200 T/32/24/1200 L 1200 540.00 1.800.00

32

5

5

24

0,3

detail A

detail B
scale 1:2

40

32

Ø6 4,5

20

35,5 35,5

290Ø8 290300 300

1180

1220

20

detail B

0,
3

0,
3

detail A
scale 5:1

axonometric view scale 1:2

front view scale 1:20

side view scale 1:1
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Item Description Dimension and thickness Peso kg per bancale Ml per bancale Application Contenuto bancale

Intermediate profile 
T/32/24/600

b 24
h 32
s 0.3

suspended ceiling

3000 pcs total
40 package 
with 75 pieces / 45 
ml each 

PT3224600 T/32/24/600 L 600 560.00 1.800.00

35,5

20 20580

620

35,5

Ø8

detail B

detail B
scale 1:2

40

32

Ø6 4,5

32

5

5

24

0,3

0,
3

0,
3

detail A
scale 5:1

axonometric view scale 1:2

front view scale 1:20

side view scale 1:1

detail A

Item Description Dimension and thickness Peso kg per bancale Ml per bancale Application Contenuto bancale

Structural profile  
T/38/15/3700

b 15
h 38
s 0.3-0.35

suspended ceiling

480 pcs total
24 package 
with 20 pieces / 74 
ml each 

PT38153700 T/38/15/3700 L 3700 600.00 1.776.00

5

15

10
,5

38

0,35

detail A

3730

370015

50

100 100 100 100

15

detail B

38

Ø6

38

4,5

detail B
scale 1:2

0,
35

0,
3detail A

scale 5:1

axonometric view scale 1:2

front view scale 1:20

side view scale 1:1
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Item Description Dimension and thickness Peso kg per bancale Ml per bancale Application Contenuto bancale

Intermediate profile 
T/38/15/1200

b 15
h 38
s 0.3-0.35

suspended ceiling

2560 pcs total
40 package 
with 64 pieces / 76.8 
ml each 

PT38151200 T/38/15/1200 L 1200 1.020.00 3.072.00

5

15

10
,5

38

0,35

detail A

290

35,5 35,5

Ø8

290300 300

detail B

1220

118020 20

38

Ø6

38

4,5

detail A
scale 1:2detail A

scale 5:1

0,
35

0,
3

axonometric view scale 1:2

front view scale 1:20

side view scale 1:1

Item Description Dimension and thickness Peso kg per bancale Ml per bancale Application Contenuto bancale

Intermediate profile 
T/38/15/600

b 15
h 38
s 0.3-0.35

suspended ceiling

5120 pcs total
80 package 
with 64 pieces / 38.4 
ml each 

PT3815600 T/38/15/600 L 600 1.040.00 3.072.00

5

15

10
,5

38

0,35

detail A

Ø8

detail B

620

580

35,535,5

2020

38

Ø6

38

4,5

detail B
scale 1:2detail A

scale 5:1

0,
35

0,
3

axonometric view scale 1:2

front view scale 1:20

side view scale 1:1
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PERIMETER PROFILES
L/24/24/3000 SINGULAR
LL/19/12/12/19/3000 DOUBLE
F/13/30/3000 - F/16/30/3000

EN 13964
EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Contenuto pallet

Perimeter profile 
L/24/24/3000

b 24
h 24
s 0.4

suspended ceiling 50 pcs total

PL24243000 L/24/24/3000 L 3000 30.50 150.00

axonometric view scale 1:2

0,4

24

24

side view scale 1:1

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Contenuto pallet

Double perimeter profile 
LL/19/12/12/19/3000

b 31
h 31
s 0.4

suspended ceiling 30 pcs total

PLL19123000 LL/19/12/12/19/3000 L 3000 23.50 90.00

axonometric view scale 1:2

31

19

19
12

31

12

0,4

side view scale 1:1

Top cover in white typology “DONN WHITE".
Available upon request top cover in matte black RAL 900 or metalized grey RAL 9006. – delivery in 10 working days from order date.
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Contenuto pallet

Perimeter profile 
F/13/30/3000

b 32.5
h 29
s 0.4

suspended ceiling 10 pcs total

PF13303000 F/13/30/3000 L 3000 12.50 30.00

axonometric view scale 1:2

13

32,5

0,
4

29

15
,5

18,5

side view scale 1:1

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Contenuto pallet

Perimeter profile 
F/16/30/3000

b 36.5
h 29
s 0.4

suspended ceiling 10 pcs total

PF16303000 F/16/30/3000 L 3000 12.50 30.00

axonometric view scale 1:2

16

36,5

0,
4

29

15
,5

19,5

side view scale 1:1

Available upon request top cover in matte black RAL 9005 or metalized grey RAL 9006. – delivery in 10 working days from order date.
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STEEL PROFILES
FLASHLINE FLEX

2

1

236 



STRENGTHS

1— Conformity of the product with the CE marking, according to 
European directive EN 14195 (determination of the yield strength 
according to EN directive 10002-1).

2— Product easy to work, perforations, cuts and shapes present, 
making it easy to create metal support structures for curved 
surfaces.
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FLEX PROFILES FOR PLASTERBOARD STRUCTURES
EN 14195

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

Flexible U-track U/30/28/30 b 28
h 30
s 0.6

suspended ceiling
double wall
dividing wall

20 total pieces

PDU28303000 U/30/28/30/3000/0.6 20.00 60.00

0,6

30

28

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

Flexible U-track U/40/50/40 b 50
h 40
s 0.6

suspended ceiling
double wall
dividing wall

12 total pieces

PDU50403000 U/40/50/40/3000/0.6 20.50 36.00

0,6

50

40

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

Flexible U-track U/40/75/40 b 75
h 40
s 0.6

suspended ceiling
double wall
dividing wall

8 total pieces

PDU750403000 U/40/75/40/3000/0.6 18.10 24.00

0,6

74

40

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

Vertebra flex track b 30
h 30
s 0.6

suspended ceiling
double wall
dividing wall

1 piece totale

PDUGV30 U/30/30/30/0.6 16.00 36.00

axonometric view scale 1:5 front view scale 1:2

30

30

0,6

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

Vertebra flex track b 50
h 32
s 0.6

suspended ceiling
double wall
dividing wall

1 piece totale

PDUGV50 U/32/50/32/0.6 12.00 20.00

axonometric view scale 1:5 front view scale 1:2

32

50

0,6

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

Vertebra flex track b 75
h 32
s 0.6

suspended ceiling
double wall
dividing wall

1 piece totale

PDUGV75 U/32/75/32/0.6 16.00 20.00

axonometric view scale 1:5 front view scale 1:2

32

75

0,6
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

flexible and variable angle
L/50/40

b 50
h 40
s 0.6

suspended ceiling
double wall

15 total pieces

PDL50403000 L/50/40/3000/0.6 l 3000 15.30 45.00

50

40

0,6

axonometric view scale 1:5 front view scale 1:2

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

flexible and variable angle
L/75/40

b 75
h 40
s 0.6

suspended ceiling
double wall

15 total pieces

PDL75403000 L/75/40/3000/0.6 l 3000 18.30 45.00

75

40

0,6

axonometric view scale 1:5 front view scale 1:2
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STEEL PROFILES
FLASHLINE FINISH

12

3
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STRENGTHS

1— Conformity of the product with the CE marking, according to 
European directive EN 14195 (determination of the yield strength 
according to EN directive 10002-1), and EN 14353 (absence of 
permanent deformations or fractures following bending tests).

2— Large perforations in the products to facilitate adhesion of the 
sealant to the coating surfaces.

3— Product easy to work (cutting and screwing facilitated from the 
thickness of the material).
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DECORATION PROFILES FOR PLASTERBOARD STRUCTURES
Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

135° corner bead
V/30/30

b 30
h 30
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF3030.135 V/30/30/3000/0.5 l 3000 5.10 30.00

30

30

0,5

135°

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

variable angle 90°- 180°
corner bead
L/32/32

b 32
h 32
s 0.5

suspended ceiling
double wall
dividing wall

20 total pieces

PF5050.90-180 L/32/32/3000/0.5 l 3000 14.85 60.00

3232

0,
5

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

90° corner bead
for curved surfaces
L/40/20

b 40
h 20
s 0.5

suspended ceiling
double wall
dividing wall

20 total pieces

PF3625.SC L/40/20/3000/0.5 l 3000 5.90 60.00

40

20

0,5

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

90° edge bead
L/14/23

b 23
h 14
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF1423 L/14/23/3000/0.5 l 3000 3.98 30.00

0,5

23

14

axonometric view scale 1:5 front view scale 1:2

EN 14353

244 FLASHLINE FINISH



Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

90° edge bead
L/26/40

b 40
h 26
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF2626 L/26/40/3000/0.5 l 3000 8.19 30.00

26

40

0,5

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

90° edge bead
U/23/16/10

b 16
h 10
s 0.4

suspended ceiling
double wall
dividing wall

10 total pieces

PF1623 U/23/16/10/3000/0.4 l 3000 4.68 30.00

axonometric view scale 1:5 front view scale 1:2

23

0,
4

16

10

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

90° edge bead for
curved surfaces
painted white
L/14/25

b 25
h 14
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF1423.SCB L/14/25/3000/0.5 l 3000 3.23 30.00

0,5

25

14

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

control joint
with pvc core
T/14/50

b 50
h 14
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF1423.GD T/14/50/3000/0.5 l 3000 7.80 30.00

5,3

23 23

1517

axonometric view scale 1:5 front view scale 1:2
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Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

perimeter shadow
bead painted white
T/6/14

b 6
h 14
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF614.BT T/6/14/3000/0.5 l 3000 7.13 30.00

6 33,9

43

14 14

0,
5

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

perimeter shadow
bead painted white
T/10/14

b 10
h 14
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF1014.BT T/10/14/3000/0.5 l 3000 7.65 30.00

33,5

46,6

0,
5

10

14 14

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

perimeter z-mold
shadow bead painted
white Z/11/12

b 11
h 12
s 0.5

suspended ceiling
double wall
dividing wall

10 total pieces

PF1012.BZ Z/11/12/3000/0.5 l 3000 4.43 30.00

11

12

0,
5

23,5

axonometric view scale 1:5 front view scale 1:2

EN 14353

Item Description Dimension and thickness Weight per pallet Ml per pkg. Application Sales unit

perimeter z-mold
shadow led
Z/27/13

b 27
h 13
s 0.6

suspended ceiling
double wall
dividing wall

6 total pieces

PF1327 Z/27/13/3000/0.6 l 3000 7.11 18.00

axonometric view scale 1:5 front view scale 1:2

13
0,

6

32 15

27

47

EN 14353
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STEEL C-STUD FOR DOOR
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STRENGTHS

1— CE marking on the product according to European 
standard EN 14195 (resistance strength according to 
EN 10002-1).

2— Ready-to-use mounting kit, profile, brackets and 
special screws.

3— Easy handling and mounting thanks to designed 
holes and slots.

4— 2 mm U-profile.

5— Adaptability to plasterboard structures on the 
market (50-75-100-125-150 mm; from h. 2,500 mm 
to 6,000 mm).

4

2
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C-stud for doors code PTUA --------

section A-A
(1:5)

section B-B
(1:5)

axonometric view
(1:20)

DETAIL D
( 1 : 5 )

DETAIL C
( 1 : 5 )
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STEEL C-STUD FOR DOORS
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C-stud for doors code PTUA --------

section A-A
(1:5)

section B-B
(1:5)

axonometric view
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ASSEMBLY DIAGRAM
STEEL C-STUD FOR DOORS
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C-STUD FOR DOORS 2 MM
40/50/40 - 40/75/40 - 40/100/40 - 40/125/40 - 40/150/40 EN 14195

Item Description Dimension and thickness Weight per 
package

Ml per pkg. Application Sales unit

C-stud for doors UA50 b 50
h 40
s 2

double wall
dividing wall

96 total pieces
24 package
with 4 pieces each

PTUA00502500 UA/40/50/40/2500/2 l 2500 456.00 240.00

PTUA00503000 UA/40/50/40/3000/2 l 3000 547.20 288.00

PTUA00503500 UA/40/50/40/3500/2 l 3500 638.40 336.00

PTUA00504000 UA/40/50/40/4000/2 l 4000 729.60 384.00

PTUA00504500 UA/40/50/40/4500/2 l 4500 820.80 432.00

PTUA00505000 UA/40/50/40/5000/2 l 5000 912.00 480.00
40

49

2

L

50

1040

49

40
8,

4

axonometric view scale 1:2 front view scale 1:2

profile drilling plan view scale 1:2
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Item Description Dimension and thickness Weight per 
package

Ml per pkg. Application Sales unit

C-stud for doors UA75 b 75
h 40
s 2

double wall
dividing wall

96 total pieces
24 package
with 4 pieces each

PTUA00752500 UA/40/75/40/2500/2 l 2500 546.50 240.00

PTUA00753000 UA/40/75/40/3000/2 l 3000 655.80 288.00

PTUA00753500 UA/40/75/40/3500/2 l 3500 765.10 336.00

PTUA00754000 UA/40/75/40/4000/2 l 4000 874.40 384.00

PTUA00754500 UA/40/75/40/4500/2 l 4500 984.96 432.00

PTUA00755000 UA/40/75/40/5000/2 l 5000 1094.40 480.00

PTUA00756000 UA/40/75/40/6000/2 l 6000 1313.28 576.00

74

2

40

8,
4

Ø8,4

5050

3574

10 4040

L

axonometric view scale 1:5 front view scale 1:2

profile drilling plan view scale 1:2
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Item Description Dimension and thickness Weight per 
package

Ml per pkg. Application Sales unit

C-stud for doors UA100 b 100
h 40
s 2

double wall
dividing wall

64 total pieces
16 package
with 4 pieces each

PTUA001002500 UA/40/100/40/2500/2 l 2500 427.00 160.00

PTUA001003000 UA/40/100/40/3000/2 l 3000 512.50 192.00

PTUA001003500 UA/40/100/40/3500/2 l 3500 598.00 224.00

PTUA001004000 UA/40/100/40/4000/2 l 4000 683.30 256.00

PTUA001004500 UA/40/100/40/4500/2 l 4500 768.96 288.00

PTUA001005000 UA/40/100/40/5000/2 l 5000 854.40 320.00

PTUA001006000 UA/40/100/40/6000/2 l 6000 1025.28 384.00

99

40

2

L

8,
4

Ø8,4

5050

10

99 35

4040

axonometric view scale 1:5 front view scale 1:2

profile drilling plan view scale 1:2
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Item Description Dimension and thickness Weight per 
package

Ml per pkg. Application Sales unit

C-stud for doors UA125 b 125
h 40
s 2

double wall
dividing wall

64 total pieces
16 package
with 4 pieces each

PTUA001254000 UA/40/125/40/4000/2 l 4000 783.90 256.00

124

40

2

L

8,
4

Ø8,4

5050

10

12
4

35

4040

axonometric view scale 1:5 front view scale 1:2

profile drilling plan view scale 1:2
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Item Description Dimension and thickness Weight per 
package

Application Sales unit

C-stud for doors UA150 b 150
h 40
s 2

double wall
dividing wall

48 total pieces
12 package
with 4 pieces each

PTUA001504000 UA/40/150/40/4000/2 l 4000 663.40 192.00

149

40

2

L

8,
4

Ø8,4

5050

14
9

35

10 4040

axonometric view scale 1:5 front view scale 1:2

profile drilling plan view scale 1:2
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L BRAKET - ROUND SCREW  CONNECTOR M8 - FLANGED 
GALVANIZED NUT 
FOR C-STUD FOR DOORS
Item Description Dimension and thickness Weight per package Application Sales unit

PTUAL50 small L-bracket
54 x 78 x 40 x 2
for C-stud UA50

d 78x40
s 2

1.50 fixing UA50 20 total pieces
1 package

8,4

50
15

40

24

20
15

8 8

Ø8,4

Ø6,4

Ø6,4Ø8,4

78

2

54

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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Item Description Dimension and thickness Weight per package Application Sales unit

PTUAL75 small L-bracket
54 x 78 x 65 x 2
for C-stud UA75

d 78x65
s 2

2.35 fixing UA75 20 total pieces
1 package

78

2

54

65

35

8,4

20
15

24
,8

12
,7

Ø8,4

Ø6,4

Ø6,4

Ø8,4

22,7

23
,4

8,4

5

5

30°

10

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2

Item Description Dimension and thickness Weight per package Application Sales unit

PTUAL100 small L-bracket
54 x 78 x 90 x 2
for C-stud UA100-125-150

d 78x90
s 2

3.45 fixing
UA100-125-150

20 total pieces
1 package

78

2

54

90

35

24
,820

15

12
,7

8,4

Ø8,4Ø6,4

Ø6,4Ø8
,4

17,5

30°

10

17,522,7

23
,4

8,4

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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Item Description Dimension and thickness Weight per package Application Sales unit

PTUALM8X20 screw connector +
flanged galvanized nut
M8X20 for C-stud

d Ø 8x20 1.15 fixing UA 50 total pieces
1 package

M
8

8

204

1,8

M
8

18,28

Ø2
0

Ø1
7

axonometric view scale 1:2 front view scale 1:2 side view scale 1:2
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TELESCOPIC DOOR FRAMES
FLASHLINE ACCESSORIES

5

1

3

4
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STRENGTHS

1— Conformity of the product with the CE marking, according 
to European directive EN 14195 (determination of the yield 
strength according to EN directive 10002-1).

2— Assembly kit ready to use.

3— Seamless surfaces on three sides to allow secure 
attachment of the opening and closing elements.

4— Telescopic feet with perforations to allow rapid installation of 
the system onto the building envelope.

5— Vertical perforations on vertical uprights for attaching 
telescopic feet and lintel.

5

3
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front view scale 1:20

section A-A scale 1:5

section B-B scale 1:5

telescopic lintel
for door frames item ATP---------

telescopic frame
for door item PTP---------

DETAIL B
(1:5)

DETAIL C
(1:5)
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ASSEMBLY DIAGRAM TELESCOPIC DOOR FRAME
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front view scale 1:20

section A-A scale 1:5

section B-B scale 1:5

telescopic lintel
for door frames item ATP---------

telescopic frame
for door item PTP---------

DETAIL B
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TELESCOPIC DOOR FRAME
EN 14195

Item Description Dimension and thickness Weight per package Application Sales unit

telescopic door frame h 3000-4000
s 2

wall complete kit

PTP000493000 LxH =49x3000 15.12

PTP000494000 LxH =49x4000 19.52

PTP000743000 LxH =74x3000 18.04

PTP000744000 LxH =74x4000 23.18

PTP000993000 LxH =99x3000 20.72

PTP000994000 LxH =99x4000 26.80

PTP0001243000 LxH =124x3000 23.76

PTP0001244000 LxH =124x4000 30.46

PTP0001493000 LxH =149x3000 26.58

PTP0001494000 LxH =149x4000 34.08

49-74-99-124-149

40

1,
5

40

2

49
-7

4-
99

-1
24

-1
49

front view scale 1:25

section A-A scale 1:5

section B-B scale 1:5
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TELESCOPIC LINTEL FOR DOOR FRAMES
Item Description Dimension and thickness Weight per package Application Sales unit

telescopic lintel
for door frames

l 500-2000
s 1.5

wall complete kit

ATP000492000 LxH =49x2000 4.15

ATP000742000 LxH =74x2000 4.90

ATP000992000 LxH =99x2000 5.65

ATP0001242000 LxH =124x2000 6.38

ATP0001492000 LxH =149x2000 7.13

49-74-99-124-149

40

1,
5

front view scale 1:20 section A-A scale 1:5
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IMPORTANT RECOMMENDATIONS
FOR USING AND
STORING PRODUCTS

Recommendations for storing
metal framing elements
We recommend to store packages in a covered area with a relatively 
dry atmosphere and as constant a temperature as possible, to avoid 
condensation that could consume the passivation coat protecting 
the galvanised surface.
If stored outdoors (not recommended), please cover so as to ensure 
the material is fully protected against adverse weather conditions 
(rain, fog, snow), making sure the packages are stored in a slightly 
inclined position. The cover must nevertheless ensure sufficient 
airflow (the two surfaces must not be in direct contact) so that 
moisture does not settle and create condensation.

CE Marking
Please note that each product is part of a hanging/connection kit for connecting to the upper 
anchoring system and to the supporting element in dry construction systems for use inside 
buildings. The various components are identified in the catalogue and price list with the CE 
logo.

Each CE product has a Declaration of Performance (DOP).

Durability: class B (Components of a building exposed to variable relative humidity up to 
90% and to variable temperatures up to 30°C but with no exposure to corrosive pollution 
agents).
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